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Description of Selected Algorithms and Implementation Details of a

Concept-Demonstration Aircraft VOrtex Spacing System (AVOSS)

A grotmd-based wake vortex system was developed to demonstrate the feasibility of providing weather-

dependent wake vortex spacing criteria for Air Traffic Control use. The system provides automated
collection of relevant weather data, prediction of wake vortex behavior, derivation of safe wake vortex

spacing criteria, estimation of system benefit, and comparison of predicted and observed wake vortex
behavior. This report describes many of the system algorithms, features, limitations, and lessons learned,

as well as suggestions for system improvements. A condensed version of the development lab book is
provided along with samples of key input and output file types. This report is intended to document the

technical development process and system architecture, and to augment arclfived internal documents that
provide detailed descriptions of software and file formats.

Scope and Development Approach

The AVOSS hardware and software were designed and developed to provide a concept feasibility

demonstration of a spacing system concept. The demonstration AVOSS was developed to fulfill several
concept demonstration and research requirements:

1. Automate assimilation of relevant weather and aircraft information for wake prediction.
2. Convert wake predictions to spacing values and estimated runway throughput.

3. Operate fully automated, without human intervention to screen data or provide real-time decisions.
4. Automate collection of performance statistics and error (diagnostic) statistics.

5. Provide adequate flexibility for iterative system implementation as lessons were learned in field
operations and as subsystems matured.

6. Provide flexibility in field operations, for example to relocate a wake sensor.

7. Operate with specific field sensors deployed, and operate in batch mode for sensitivity studies.

The demonstration system was not required to provide an information interface to Air Traffic Control nor
possess the reliability or safety feedback mechanisms required for actual spacing reduction. The system

design process was complicated by the lack of specific requirements. Since no wake spacing system has

been produced or used operationally in the U.S., specifications such as altitude and weather domains to be
considered, sensor resolution and accuracy, system update rates, and ATC information requirements were

not available. Even with respect to known functional requirements, such as wake vortex drift and decay
prediction, the state of the art did not allow specification of a weather system (parameters, resolution,

accuracy required) to produce the needed inputs. The development approach taken was one of iterative
builds, learning, and refinement.

Available knowledge at the project outset was used to field an initial system for the purposes of testing
sensors, collecting a complete aircraft/wake vortex/weather data set for numerical model validation, and

answering subsystem performance issues needed to perform more detailed system design. The resulting
deployments 1'2'3to the Memphis International Airport in 1994 and 1995, were optimized for scientific data

collection and testing of advanced Continuous Wave (CW) lidars for wake detection and tracking. The

meteorological instrumentation was assembled in cooperation with NOAA, MIT Lincoln Laboratory,
Volpe National Transportation Systems Center, FAA, and others. The resulting instrumentation was the

most comprehensive used to date for wake vortex studies. No AVOSS system was present at those
deployments and data was reduced and analyzed after the fact. Data from the Memphis deployments were
used in the validation of numerical wake vortex simulation models 4, for evaluating existing and new
algorithmic wake vortex prediction models 5'6, refining and validating planetary botmdary layer simulation
models 7, and refinement and selection of sensors for use in AVOSS.

The Memphis field systems were moved to the Dallas-Fort Worth International Airport (DFW) in 1997 for

integration into the initial AVOSS. Dallas was chosen due to significant daytime traffic, presence of the
Center-TRACON Automation System (CTAS) and an Integrated Terminal Weather System (ITWS), and

adequate real estate for flexible sensor siting. Components added for the DFW tests (not present at



Memphis)wereapulsedwakevortexlidarsdevelopedatNASALangleyResearchCenter,twoidentical
acousticsodarstoreplaceaborrowedsodaratMemphis,andthenetworksrequiredforreal-timelinkageof
allsystemstoacentrallocationtosupportAVOSSoperation.TheDFWAVOSSsystemsperformedtwo
separatefunctions:(1)gatheringadditionalscientificdataforvalidationofnumericwakevortexand
planetarybotmdarylayermodelsandforwakealgorithmdevelopment,and(2)operationandrefinementof
anautomatedwakevortexspacingsystem.Thetwofunctionsfrequentlyrequireddifferentdata
characteristics.Forexamplescientificuseofdataforwakemodeldevelopmentrequiredthatthewind
valuesduringawakelifetime,typically1to2minutes,bequantifiednearthewakelocation,whileAVOSS
requiresastatisticaldescriptionofameanwindandconfidenceintervalsoveraperiodofabout30minutes.
Scientificmodelvalidationalsorequireddedicatedrawinsondeballoonlaunchesduringdeployments,while
AVOSSdidnotusethatdatasetatall. Asaresultthefieldsensorsrepresentasupersetofthosesensors
requiredbyanoperationalsystem,butthepresenceofthosesensorsprovidedadditionalredundancyfor
AVOSSoperations,andthearclfiveddatasetsareavailabletoinvestigatealternativeprocessingmethods.

TheDFWinstallationwasusedfromlate1997through2000toincrementallytesttheAVOSSconcept,
refinetheconceptandsubsystems,andperformasystemcapabilitydemonstrationinJuly2000.It was
judgedtobemoreefficienttobeginoperationswithexistingmaturitylevelsofeachcomponent,andthen
learnwhichfunctionsweremostcriticaltosystemoperationandperformancepriortofocusingonspecific
subsystemrefinements.Thedemonstratedsystemcontainsaninitialimplementationofmostfunctions
requiredforanoperationalsystem,butwithouttherobustnessneededforanoperationalsystem.

General Design Architecture

Software Functions."

Numerous interrelated functions were implemented within AVOSS, many of which are not required in
wake vortex sensor installations deployed solely for research purposes. These functions include:

1. Definition of approach corridor lateral and vertical limits in an absolute runway coordinate system.
2. Definition of specific locations along the corridor, called windows, to include the window location

in space, glide slope height, and vertical/lateral corridor limits at that window. Wake vortex
behavior predictions and observations are only made at these discrete window locations.

3. Ability to add window locations at run time, to accommodate new wake sensor locations or other
factors.

4. Maintain a database of aircraft representing the arrival flow, with all information needed to
estimate both initial wake state and final approach speed. The database represents an assortment

of large and heavy aircraft types, including estimated "worst-case" types within a category.
5. Accept weather profiles (weather parameters vs. height) and associate weather parameters with

each approach corridor window based on the glide slope altitude. An assumption is made
regarding spatial homogeneity of weather statistics, i.e. mean wind over a 30-minute period, in

that the wind statistics at a specified distance from the runway may be found by finding the glide
slope height at that distance and selecting the weather statistics from a single profile at that
altitude.

6. Predict wake vortex behavior at each corridor window for each aircraft.

7. Estimation of wake prediction confidence intervals to determine worst-case behavior.
8. Compare wake behavior to corridor dimensions and a wake demise definition to derive the

minimum time spacing required behind each aircraft at each window.

9. Provide automated quality assessment of derived weather profiles and disable, or lock out, the use

of wake drift when confidence is low in the crosswind parameter. Wake lateral drift is not used
for spacing reductions when the crosswind standard deviation exceeds a threshold.

10. Compute the spacing requirement at each window (window spacing). Using estimated aircraft
speeds and wind, calculate spacing required at the top of the approach (approach spacing) required

to meet all constraints along the approach. Convert aircraft type-based data (i.e., wakes behind a
B-737) to aircraft category-based data (i.e., separation behind large aircraft).



11.Limitspacingvaluestofallbetweenaminimumvalue,dictatedbyrunwayoccupancytime,and
anuppervaluedictatedbycurrentspacingcriteria.Thelowerlimitisneededtoavoidproviding
absurdspacingcriteriasuchas_/2milewhenwakesarerapidlydriftingor decaying, and the upper
limit need will be described below.

12. Calculate estimated runway arrival rate using these separation values and airport traffic mix, or

ratio of small, large, and heavy aircraft. Estimate the base arrival rate using current static spacing
criteria to estimate the increase due to AVOSS.

13. Detect and track wake vortices in a runway coordinate system (not local axis system at the sensor)

and in absolute time from aircraft passage. Tiffs requires data to augment base sensor data since
the wake lidars cannot be expected to detect aircraft passages from skin-hits of the lidar beam.

14. Compare predicted and observed wake behavior to detect system prediction errors and accumulate
performance statistics. Tiffs function would be enllanced to a warning, or safety monitoring,

function in an operational system.
15. Provide logging of results and displays for real-time and post-event interpretation of results.

The demonstration AVOSS was intended as a proof-of-concept system and a tool for performance and
tradeoff studies, not as an operational system. Also, since system design requirements did not exist at the

beginning of the project, an iterative design and build process was followed to determine essential system
functions and refine those most critical to performance. As such, the functions listed above are only

developed to the degree required for research and demonstration purposes. Suggestions for future system

improvement are provided in Appendix A.

Software Architecture:

The system was designed as a core set of functions and software, applicable to the general AVOSS concept,
and a shell, or interface, required to run the core with the specific sensors installed at the DFW airport.

Figure 1 depicts the general architecture. Information is passed from one process to another via files on
networks or shared disk space. The core modules accept flaree basic weather information files, an aircraft

specification data base, and a parameter file describing run configuration, and then computes wake
behavior predictions, derives spacing criteria and flaroughpnt, and writes diagnostic log files. Examples of

the aircraft database, parameter file, and output spacing files are given in appendices B and C. The three
weather files provide vertical profiles of wind, turbulence, and temperature. This core code is suitable for

field use, for batch runs with arclffved input data, or with input data created to investigate behavior in
specific situations. The first method of batch running is useful for investigating long-term system
performance with archived data for variations in system algoriflmas or parameters 9, while the latter is useful

for sensitivity studies 1°to investigate the relative contributions of the various inputs.

The shell modules perform functions more specific to the DFW installation, such as derivation of the three

weather file types from the specific sensor compliment used and comparison of predicted wake behavior to
that observed by the wake sensors. Figure 2 shows a detailed breakdown of the weather data flow. The

wind profile is created by a process managed by MIT Lincoln Laboratory that combines data from two
acoustic sodars, a radar profiler, wind sensors along a 45-meter tall tower, and two nearby Terminal
Doppler Weather Radar (TDWR) systems 11. The turbulence profile is generated using eddy dissipation rate

calculated from 10-Hertz sonic anemometer data at the meteorological tower, other tower data, and
atmospheric similarity theory 12. The thermal profile is calculated from tower temperature measurements

and temperature aloft data from the Radio Acoustic Sounding System associated with the radar profiler.

Each process includes quality checks of the input data and quality indicators in the output files. An
example of the flexibility of tiffs approach (separation of software into a core and shell) was operation of
the AVOSS driven only by pnlsed-lidar data at the JFK International Airport 9 in 1998. In tiffs test the

AVOSS core code was unchanged, but the pulsed lidar was used to derive a wind and turbulence profile

normally provided by the shell code and DFW sensors. These input files were provided to AVOSS, along
with a static neutrally-stable thermal profile, to drive wake predictions.



Description of Selected Algorithms

This section will provide a description of several internal algorithms within the AVOSS. Not described is
the wake predictor algorithm. Wake predictor algoritlmas are described in references 5, 6, 13 and 14. The

algoritlmas to be discussed here are dimensions of the AVOSS corridor, calculation of approach spacing
from individual window spacing, definition of weather quality requirements for use in spacing reduction, a

lockout feature that prevents use of lateral drift in low wind, throughput calculation, and scoring of wake
predictions with wake observations.

A VOSS Corridor Dimensions

The coordinate system used to describe the approach corridor, wind values, and wake locations is shown in
Figure 3. The origin is fixed at the center of the runway threshold, the X-axis extends along the localizer

and is positive toward the outer marker, the Y-axis extends laterally to the right, as viewed by an
approaching aircraft, and Z is positive upwards. When runway-axis wind values are provided, a positive

longitudinal wind is a headwind (positive X-derivative of the position of an air particle) and a positive
crosswind is one that blows from left to right of an approaching aircraft (positive Y-derivative).

The AVOSS corridor has three major components, the region close to the ground where the wakes are

interacting with the surface, the area above this zone and where aircraft are on glide-slope, and the top-of-
approach. The largest zone is between the glide-slope intercept and the region of ground effect on the

wake. In this zone wakes can vacate the corridor either via lateral drift, vertical sinking below the glide-
slope, or decay. A corridor floor is established, below which wakes are not considered a factor to following

aircraft. The floor is defined such that a following aircraft at the floor would either be below glide-slope, to
the extent that a glide-slope deviation indicator in the cockpit would show "full-scale" error, or at higher

altitudes the altitude deviation from assigned altitude would be on the order of 60 meters (at least 200 feet).
The lateral limits are set in this region to protect an aircraft flying a 3-standard deviation localizer error, as
determined from previous flight teclmical error data collected at two major airports 15.

As an aircraft approaches the ground, the wakes become affected by the earth's surface. Wake sink rate
slows and stops near the grotmd, generally asymptoting to an altitude between about one-half and fllree-
quarters the wingspan of the wake-generating aircraft 16'17. Wakes generated at lower altitudes tend to rise

to an altitude of one-half span. Since the ground interferes with wake sinking, it is not feasible to vertically

separate aircraft from wakes near the grotmd. In tiffs region the AVOSS corridor floor is defined to be at
grotmd level, which effectively removes wake vertical position from the spacing calculations. The altitude
of the transition from no vertical motion allowance to a useable corridor floor is at an aircraft altitude of

about 61 meters (200 feet). The rationale is that the largest span aircraft today (65 meters or 215 feet) will

generate wakes that will tend to seek a minimum altitude of 100 feet, and the corridor option chosen
provides an altitude buffer of 100 feet above such a wake.

The top of the approach is tmique from one perspective. While on glide slope the aircraft are flying with

precise lateral and vertical guidance. Prior to intercepting the glide slope, however, the aircraft are
generally flying an assigned altitude, but with less precise lateral guidance prior to intercepting the

localizer. At the top of the approach, defined to be the glide-slope intercept altitude, the corridor is
artificially widened to a large value to prevent spacing reduction due to lateral drift. At tiffs altitude the
aircraft spacing is calculated from wake sink and decay only, implying that the spacing provided is safe to

use while intercepting the localizer. The mechanism of implementing tiffs feature proved awkward for later

sensitivity studies, and future implementations should instead consider a logic lockout of drift at specific
altitudes rather than an arbitrary corridor width change.

The following equations provide the dimensions of any particular corridor window, in terms of Y_m (lateral
distance of the corridor side from the localizer, meters), Z_m (altitude of the corridor floor, meters). The

window information is calculated as a function of the window distance from the runway threshold (X).



Baseequations:

Thealtitudeofthenominalflightpathisassumedtobetheglideslopeoftheinstrumentlandingsystem.
Giventhat GSA is the glide slope angle (typically 3 degrees), and that the subscripts FP and GPIP refer to
"flight path" and "glide path intercept point" on the runway surface (typically negative 305 meters), the

altitude (Z) of the flight path can be calculated from the X coordinate by:

ZFp = (X -- XGpip ) tan(GSA) (1)

A transition point on the approach is used defined the location where the corridor floor transitions from a
specified height below the glide slope to ground level. Between this point and the runway the corridor

floor is at ground level, preventing wake sinking motion from being used to reduce spacing.

60.9756.

X r = Integer(XaH P + t------TL-_,.)ant_7_l)
(2)

In this equation the constant 60.9756 is the flight path height in meters at the location of the transition

point.

Corridor lateral limit equations:

The corridor lateral limit is represented by Y_m, which is the absolute value of the Y coordinate of corridor
walls. A Ylim of 50 meters indicates that the corridor is 100 meters wide centered on the X axis. Corridor

limits are calculated for fllree discrete regions from the runway.

If x <X T

If X r <_x < Xsp

If x >_X _p

Y_n = 45.73

Y_n = 45.73 + 0.012695(x - X r )

= loooo

(3)

In these equations Xsp is the coordinate of the "spacing point" used for calculation of the top-of-approach
spacing. In the current system this point was at the assumed glide slope intercept point of 600 meters

altitude and 11128 meters from runway fllreshold. The step change in corridor width at the spacing point

was used to disable lateral wake drift as a spacing reduction factor beyond the glide slope intercept. In the
absence of this step the corridor would be about 352 meters wide at that point (176 meters each side of
centerline).

Corridor floor equations:

Previous reports TMdescribed two corridor floor options. Only option 2 was used in the final years of the

AVOSS project. The floor equations are:

If x< X r

If X r < x < Xsp

If x> X sp

Zlh n = 0

Zlfi n = ZFp -- (21.3 + 0.00471(x - Xr) )

Zlfi n = ZFp -- (21.3 + 0.0047 l(Xsp - X r ))

(4)

These equations state that the corridor floor is at ground level (Z = 0) from the runway to the transition

point, then steps to an altitude of 21.2 meters below flight path, increases in distance below flight path out

to the glide slope intercept, then remains at a constant altitude. At and beyond the glide slope intercept in
the current implementation the corridor floor is 69.7 meters (229 feet) below the flight path.



ObjectswithintheAVOSScorecode(implementedinC++)representedapproachcorridorwindows.A
defaultsetof 6 windows is created when the program initializes the approach. These windows are located
at X = 0, 430, 843,982, 5000, and 11128 meters. The window at 843 meters is at the location where the

corridor floor steps from ground level to a calculated distance below glide slope, and the window at 982
meters was co-located with the windline wake sensor deployed by Volpe. The last window, at 11 km from

the runway, is at the top of approach for a typical approach scenario, not for the published approach to
runway 17C. AVOSS has the ability to dynamically create other windows as required to accommodate the

changing location of wake sensors. Typical locations of the additional windows at the system
demonstration were X = 84 meters (Continuous Wave (CW) Lidar location), and X = 1080, 1702, and 2262

meters (pulsed Lidar scan locations).

Approach Spacing Calculation

Several steps are followed to compute the approach spacing from the wake predictions. Figure 4 shows the
flow of information in the AVOSS software when estimating wake behavior and spacing. The steps are:

1. The shell code invokes AVOSS with a weather data set and aircraft and parameter file data. The
three weather files describe vertical profiles of 30-minnte statistics of runway axis winds (cross

wind and head wind), turbulence, and temperature. The wind values include both the mean and
standard deviation of the 30-minnte wind values.

2. Use weather and aircraft data to compute the wake trajectories of each aircraft at each approach
window. Rtm the wake predictor with three crosswind values (mean, mean - standard deviation,

mean + standard deviation) to predict a range of wake drift behaviors. In certain situations where
the drift factor cannot regulate the spacing, only the mean wind run is made.

3. Compare the time history of each wake track to the window dimensions to derive a vertical and
horizontal residence time of the port and starboard wake, for each aircraft at each window. Of the

three wake predictor runs made in step (2), only the largest drift time is used. A demise time value
is also determined by comparing the predicted wake strength history to a wake demise value. If a

particular time value cannot be determined, that value is filled with the value of 9999.
4. Apply lockout conditions to the time values. For example, if the crosswind is low relative to the

standard deviation, as described below, the lateral residence times of both wakes are set to the

value 9999. Similarly, low confidence in the weather data quality can reset times to 9999 in the

residence time computation.
5. Combine the wake vortex lateral, vertical, and demise times into a wake pair residence time value,

using the equation:

rpa_,. = Max( Min( r vL ,r vv ,'r v. ), M in( r sL,r sv ,'r s. )) (5)

6.

where the values are time (seconds) and the subscripts P, S, L,V, and D refer to port, starboard,

lateral, vertical, and demise, respectively. In words, the equation says that the port wake is no
longer a factor when any of its factors (lateral, vertical, or demise) removes it from the corridor,

and that the wake pair is no longer a constraint when both the port and starboard wake are no
longer in the corridor.

Use wind and aircraft speed data to predict the time required at the top of the approach that is
required to meet the constraint at the window. Wind data (head wind component) is taken from

the weather profiles and a typical aircraft speed is taken from an aircraft data base file. The point
at the top of the approach at which the spacing is calculated is referred to as the "spacing point".

The top-of-approach requirement is useful from several standpoints; (a) it integrates the wake
constraints at each window and provides a single value that would be useful to air traffic control,

(b) it allows a system-level assessment of benefits, since reduced spacing at one location does not
affect overall spacing unless that location was constraining the approach, and (c) provides an input

to a simple approach throughput calculation. Note that the speed of both the generator and
follower aircraft are required for tiffs process. Since the type of aircraft to follow a particular
aircraft is not known in advance, and since small aircraft are not included in the aircraft data base

file, a conservative approach is to assume the maximum speed of each follower category in tiffs



7.

calculation. The maximum approach speed assumed for each follower category is included as a
parameter in the aircraft data base file.

The top-of-approach spacing values provided in step 6 are time values and are calculated for each
aircraft in the data base file and for each approach window. The time values from each window
are used to determine a worst-case time for approach spacing and then the approach spacing

criteria are converted to distance values. For each generator aircraft the spacing point time
requirement behind it is calculated by:

"=N-l/[ (x_ - x) (x_ - x)

7:sp = MAX Jz'pa_''' + 1 1
- +Hw) +Hw)

n=0k | 2 2

(6)

where n represents the individual approach windows, xp_.,,, is the wake pair residence time at
window n, X is the runway x-axis coordinate distance (distance from runway flareshold), HW is

the headwind at the location given, Vg is the estimated airspeed of the generator aircraft, Vf..... is
the maximum estimated airspeed of the aircraft in the follower category of interest, and subscripts

SP and n refer to the location of the spacing point and of the window generating the value of'cpai......
The headwind at a given location is determined from the glide slope altitude at that location and
the wind data at that altitude in the wind profile. The headwind at the spacing point and the

window are averaged as an approximation to the average headwind between those two locations,
and then used to convert airspeed to grotmd speed. Effectively, tiffs equation is adjusting the wake

time requirement at window n by the difference in the time required by the lead and the follower

aircraft to fly from the spacing point to the window, than taking the largest of the adjusted window
time from all windows as the top-of-approach requirement for that aircraft pair. For each

generator weight category (large and heavy) AVOSS determines the worst-case time behind the
individual generator aircraft. For example if 5 "large" aircraft are in the aircraft data base, the

largest of 5 aircraft approach spacing values will be found to determine the following time behind
large aircraft. Figure 5 shows how individual window and aircraft type residence times are used to
generate a category-based top-of-approach spacing. In tiffs example there are 3 windows (at X =

0, 900, and 11000 meters), 2 large aircraft types (L1 and L2) and 2 heavy aircraft types (H1 and
H2) in the wake predictor database, where L1 is a particular type such as a Boeing 737. Assumed

approach speeds are 60 m/s for L1, 70 m/s for L2, 70 m/s for H1, and 80 m/s for H2. No small
aircraft are in the database, but the assumed maximum approach speed for all small, large, and

heavy aircraft is 60, 70, and 80 m/s respectively. Headwind is zero at all altitudes in tiffs example.

The column "wake residence time" provides residence time data for each aircraft-window
combination derived from wake predictions and corridor definitions. The "delta time" column is

provided by the 2nd and 3rd terms inside the brackets of equation 6 and is computed for each
weight category that can trail a given aircraft type. The "time adjusted" column represents all

terms in the brackets of equation 6. For example a heavy aircraft trailing a type L1 must be 90.8
seconds in trail at the spacing point in order to meet a 45-second requirement at window 1. The
"maximum" column represents the output of equation 6, the spacing point time that meets all

window requirements. Finally the category-based output reduces the 3xn matrix (3 trail categories
and n generator types) to a 3x2 matrix in tiffs example. In the actual system the B-757 is treated as

a 4th generator category and small generator data is provided using FAA provided criteria. Note
that aircraft types must not be combined until after determining the top-of-approach criteria. For

example if the window 1 residence time values for both large aircraft were combined initially, the

worst case value of 65 seconds would be used to provide the worst-case time adjustment of 26.2
seconds for a top-of-approach value of 91.2 seconds for large aircraft following large aircraft,

while only 71.2 seconds is actually required. Note also that the final approach spacing value given
is not dependent on just one window. In some cases window 1 set the approach spacing values, in

other cases window 3 drove spacing.



8. Convert time values to distance values. This final step is performed primarily for output display
purposes. Time is used internally to represent spacing. While all internal calculations are

performed in metric units, spacing distance is converted to nautical miles for display.

Note above that the time value of 9999 is used to denote residence time factors that cannot be quantified.

This value is used both in wake predictions and in wake observations. For example the wake predictor
algorithm terminates at a preset elapsed time, typically 120 to 180 seconds. If termination takes place prior

to the wake drifting laterally from the corridor, then it is not possible to define a lateral residence time and
that value is set to 9999. If a wake sensor does not observe a wake to sink below the corridor floor then no

vertical residence time can be defined and the value is reported as 9999. Data nncertainties must be

accommodated in the design, and the fact that a wake is not observed to exit the corridor is a different
statement than saying the wake was observed to remain in the corridor. Frequently wake sensors will lose a

wake track prior to a wake exiting the corridor, for example due to wake demise. In many cases the wind
line did not detect wakes until they had already drifted outside the corridor, since wakes had to sink close to
the wind line for detection. Since the transition from inside the corridor to outside the corridor was not

observed in these cases, lateral residence time was reported as 9999. The ability to disable any predicted
wake factor from reducing spacing was implemented in software by resetting predicted residence times for

that factor to 9999. For example to ignore lateral drift when calculating spacing, as is done when cross
wind variability is high relative to the cross wind value, any predicted drift time is reset to 9999 prior to

combining with the other factors and translating to distance. When the individual window constraints are

used to derive an approach constraint and converted to distance, the value 9999 is treated as other time
values, and produces a "very large" spacing value that is much larger than current FAA criteria. Since this

value indicates uncertainty or lack of knowledge, rather than an actual prediction of a 9999-second
residence time, the spacing values must then be limited to maximum values based on current FAA criteria.

Since AVOSS does not predict where a wake will actually go, but rather calculates a range of possible
locations given various system uncertainties, the system does not support providing spacing values larger
than the current criteria. In practice the use of this value had two separate meanings, which caused
difficulties. A time of 9999 could mean that either the value could not be determined, or that the wake was

still a factor at the longest time considered. For example an observed drift time of 9999 could result either

from a wake decaying in only 20 seconds, prior to leaving the corridor, or from a wake that took 3 minutes
to decay while remaining on the localizer. Future software versions should adopt another technique to

differentiate between invalid data and factors that cannot be fully quantified but indicate long-lived wake
times.

Weather Quality Requirements

An operational system using AVOSS technology would require self-test and data quality monitoring
capability. A first approximation to this capability was provided in the demonstration system. The

operation of a real-time wake system provided a requirement on the weather system that was not present for
general scientific use. In scientific wake studies data is reported as it is collected, in that missing data is

reflected in the data files with missing values. Since AVOSS can create a prediction window at any
altitude, and since wake predictions must be made at all windows to produce a final output, the weather

system was required to provide AVOSS data files that had no missing data at any altitude from the surface
to a minimum height of 600 meters, which was the assumed glide slope intercept altitude. The weather

system provided this requirement by combining data from several sensors, to fill in altitude gaps that might
be created by one sensor, and through data interpolation and conservative extrapolation as required.

Since the data fill-in creates the possibility of making wake predictions that are based on poor weather

measurements, an automated quality process was implemented. This process required each of the three
weather file types (wind, turbulence, and thermal) to contain a set of quality flags that described sensor

health and the weather profile confidence. The AVOSS then tested the data quality and prevented the wake
predictions from being used to reduce spacing in specific conditions. A Lincoln Laboratory process

referred to as the AVOSS Winds Analysis System (AWAS), which was able to determine data quality at



eachaltituderegionofinterest,derivedthewindprofile.Eachfiletypecontains16qualityflagfieldswith
eachvalue an integer. Unused fields were set to zero.

The quality flags for each file type are:

Wind Profile Flags:

1. Percent of altitude levels from 15 through 100 meters that contain data values filled in by the data

fusion process. Ranges from 0 to 100.
2. Percent of altitude levels from 101 through 300 meters that contain data values filled in by the data

fusion process. Ranges from 0 to 100.
3. Percent of altitude levels from 301 through 600 meters that contain data values filled in by the data

fusion process. Ranges from 0 to 100.
4. Percent of altitude levels from 601 through 1000 meters that contain data values filled in by the data

fusion process. Ranges from 0 to 100.
5. Percent of South Sodar data points failing AWAS algorithm checks, from 0 through 300 meters.

Ranges from 0 to 100.

6. Percent of South Sodar data points failing AWAS algorithm checks, from 301 through 600 meters.
Ranges from 0 to 100

7. Percent of North Sodar data points failing AWAS algorithm checks, from 0 through 300 meters.

Ranges from 0 to 100
8. Percent of North Sodar data points failing AWAS algorithm checks, from 301 through 600 meters.

Ranges from 0 to 100
9. Percent of Radar Profiler data points failing AWAS algorithm checks, from 0 through 600 meters.

Ranges from 0 to 100
10. Percent of TDWR wind data points failing AWAS algorithm checks, from 0 through 600 meters.

Ranges from 0 to 100

11. Gust fronts or convective storms are impacting the area within 6 nm of the airport center during the 30-
minute observation period (from ITWS products). No storms = 0, storms = 1

12. Gust fronts or convective storms are impacting the area within 16 nm of the airport center during the
30-minute observation period (from ITWS products).

13. Integer to indicate method of determining wind variance (0 = not defined, 1 = using TKE similarity

theory, 2 = using radar profiler variance data)
14. This field was not used, set to zero
15. This field was not used, set to zero

16. Data source indicator. Lincoln AWAS process sets to zero (0). North Carolina State University

nowcast process sets to one (1).

Turbulence Profile Flags:

1. 5 meter meteorological tower fluxpac (10 Hz sonic anemometer) data missing (EDR and/or TKE)
2. 40 meter meteorological tower fluxpac data missing

3. 3 meter meteorological tower data missing (virtual potential temperature or wind speed)

4. 10 meter meteorological tower data missing (virtual potential temperature or wind speed)
5. Last 30-minmute period valid turbulence profile in use (unable to fix errors and compute an EDR)

6. Constant turbulence profile in use, using 40 meter EDR and TKE values
7. Canned turbulence profile in use (insufficient valid data available recently to estimate any profile)

8. through 15: not used, set to zero
16. Data source indicator. Observed weather system sets to zero (0). Nowcast sets to one (1).



Thermal Profile Flags."

1. An integer from 0 to 5 indicating the number of valid temperature measurements (altitude levels) from
the meteorological tower that are used in computing a thermal profile. This value is labeled
"Good Tower"

2. An integer from 0 to 9 indicating the number of valid Radio Acoustic Sotmding System measurements
(altitude levels) that are used in the thermal profile. This value is labeled "Good_RASS".

3. through 15: not used, set to zero

16. Data source indicator. Observed weather system sets to zero (0). Nowcast sets to one (1).

From each flag set a status was computed within AVOSS to indicate that the file type was suitable for use.
The three status words are defined by:

ATMPRO_Good = [(Flagl < 40 AND Flag2 < 50 AND Flag3 < 60) AND (NOT Flagl 1)] OR [Flagl6]

EDATA_Good = [NOT (Flag5 OR Flag6 OR Flag7)] OR [Flag16]

TDATA_Good = [(Flag1 >= 2) AND (Flag2 >= 4)] OR [Flag16]

In the current implementation of AVOSS, only the ATMPRO_Good status is used to effect spacing. If the

ATMPRO_Good status is false, and if a parameter file bit is set to enable the use of the weather quality
data (which was the mode always used in real-time operations), then AVOSS ignored the wake lateral and

vertical motion in calculating spacing. In this situation only wake decay is used to reduce spacing.

IF ((NOT ATMPRO_Good) AND QA_Enable) THEN disable all vertical and lateral wake motion.

The method used to disable wake motion was to reset any computed vertical or lateral wake residence time

values to 9999 prior to passing the residence time values to the spacing calculations. The automated
comparison of wake predictions and observations is inhibited if the predictions were made with either

ATMPRO_Good or EDATA_Good in a false status. TDATA_Good is computed and logged but is ignored
during spacing calculations due to the low sensitivity of wake prediction results to temperature profile

changes 1°.

The initial criteria for the wind file acceptance also included tests of the individual sensor quality

indicators. During testing in early 2000, these criteria proved excessively restrictive. In numerous cases
poor data from one sensor was being filled by good data from another sensor and both the Lincoln

Laboratory AWAS process and an independent meteorologist indicated that the derived wind profiles were
accurate, yet the quality process was rejecting the file and eliminating periods of valid AVOSS output. The
individual sensor requirements were eliminated for the system demonstration.

Cross Wind Lockout

Specific logic was implemented to prevent relying on wake drift in low cross wind or highly variable cross
wind conditions. A cross wind component of about 1.5 to 2 meters/second (3 to 4 knots) can just cancel the

natural tendency for wakes to separate in ground effect and cause one wake vortex to stay near the runway
centerline, potentially creating a hazard. A calm wind will allow the wakes to separate as they near the

ground, possibly creating a calculated aircraft spacing reduction as the wakes rapidly drift out of opposite
sides of the corridor. This drift scenario could be hazardous to apply, since a slight unexpected momentary

crosswind could cause a wake to remain on the runway. Recall that the wind values used for drift
calculations are a 30-minute mean and a confidence interval based on the crosswind standard deviation. A

gentle and varying wind could create a mean near zero.

Another undesirable scenario is that of a significant mean crosswind, that would lead to calculated reduced
spacing, but with a large variability in the wind. This scenario would be likely in conditions dominated by
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convectivethermalactivity,whichproducelargechangesinwindspeedanddirectionasthermalsinfluence
themeasurementlocation.Application of reduced spacing due to wake drift could also be hazardous in this

condition due to the possibility of a lull in the wind for a specific arrival that allows the wake to remain on
the runway.

Logic was implemented to reduce the likelihood of these scenarios. The crosswind lockout feature
examines the mean and standard deviation of the crosswind component and calculates the two values

(Mean - N* Standard Deviation) and (Mean + N'Standard Deviation). The value N is a parameter used to
establish the size of the confidence interval relative to the standard deviation. The two calculated values

form the confidence interval used for wake drift calculations. A crosswind lockout threshold (XwindMin)

was also defined. If any part of the crosswind confidence interval intersected the lockout value range from
-XwindMin to +XwindMin then the computed wake drift was not used to calculate the wake residence

time and aircraft spacing. AVOSS used a value ofN = 1 and a cross wind lockout of 1 meter/sec for all
field operations. Therefore any mean wind of 1 m/s or less would prevent spacing reduction due to wake

drift. With these parameters wake drift could only be used to reduce spacing if the absolute value of the
mean minus the standard deviation was greater than 1 rn/s. For example a 1 rn/s cross wind standard
deviation would require the mean cross wind to exceed 2 m/s in order to use drift to reduce spacing. This

feature did not affect the use of wake sink or decay in spacing reduction.

Throughput Calculation

The spacing criteria calculated by AVOSS were used to estimate the potential runway arrival rate, or

throughput, that could be achieved. Details of the calculations are described in reference 19. The
throughput calculation makes use of the top-of-approach spacing criteria calculated, an aircraft category

mix specified in a parameter file (expected percent of arriving small, large, B-757, and heavy aircraft),
expected approach speeds for each category, the vertical profile of headwind (to estimate groundspeed),

and expected ATC controller variance in meeting the prescribed spacing. No interface to the actual ATC
system is used in the throughput calculation; hence it does not describe actual airport arrival rates during

periods of AVOSS operation. The throughput calculations essentially determine the average period
between arriving aircraft weight categories, then determines the relative frequency of each aircraft category

pair, then determines an expected mean inter-arrival period for the traffic set. Tlfis time is then converted
to aircraft operations per hour. Tlaroughput is calculated with two spacing criteria, the AVOSS provided

values and the FAA criteria. The difference in these throughput values is used to estimate the performance
benefit of the AVOSS system operation.

Wake Prediction Scoring Calculations

The AVOSS concept calls for a safety monitoring function provided by grotmd-based wake vortex sensors.
Detailed development of this safety monitoring logic is dependent on knowledge of the failure modes of the

wake predictions, the criteria used to define a safe and tmsafe event, and the capabilities of the wake
sensors. To gather information in these areas an initial wake prediction comparison feature was

implemented. The purpose of this logic was to automate the process of comparing wake predictions and
observations, provide feedback on overall system performance, automatically log events that merit analysis,

and gather insights that would be necessary in the development of an actual safety monitoring function.

The basic parameter used to define aircraft spacing criteria, and for scoring comparison, is the wake
residence time in the safety corridor. The predicted behavior is broken down into fllree wake factors (drift

out of the corridor lateral limits, sink below the corridor vertical limit, and circulation decay below the
wake demise definition). The residence time of each factor is computed from wake final exit from the

corridor, vertically or laterally, or the time to demise. The residence time for the port and starboard wake is
the minimum of the residence times of the three factors for that wake. The residence time of the wake pair
is the time that both the port and starboard wakes are no longer in the corridor, as represented by the

maximum function in equation 5.
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Awakeresidencetimecanalsobedeterminedfromthewakesensordataandcomparedtothepredicted
wakepairresidencetime.Notethatthesecomparisonsaremade,withinthecurrentAVOSSsystem,ona
window-by-windowbasis.It isverypossible,however,thataircraftcouldnotbecrossingaparticular
windowwiththespacingprescribedbypredictedwakesatthatwindowfortworeasons.One,wake
behavioratanotherwindowmaybeestablishingtheoverallapproachspacing.Wakesmyonlybea
constraintatawindowfor60seconds(predicted),but70-secondspacingmayberequiredtheretosatisfy
constraintsatotherapproachlocations.Second,wakecomparisonsaremadeforeachaircrafttype
measuredforwhichapredictionismade,yetaircraftspacingprescribedbyAVOSSwillbebasedonthe
worst-casewakegeneratedbyallaircrafttypesinagivenweightcategory.Forexample,anATR-72anda
B-727arebothlargeaircraftandmayhavepredictedwakeresidencetimesof50and70seconds,
respectively.AVOSSwill requireatleast70secondsbehindalllargeaircraftinthiscase,soa60second
wakeobservationfromanATR-72doesnotcorrelatetoaspecificsafetyfllreat.Morecomplexlogic
wouldberequiredforatruesafetymonitoringfunctiontoconsiderspacingthataircraftmayactuallyhave
atagivenwindowratherthanonlythepredictedwakeresidencetimeatthatwindowfromonespecific
aircrafttype.

Thedifferencebetweenapredictedandobservedwakepairresidencetimeisreferredtoasa"buffer".A
positivebufferindicatesthatthepredictedwakeresidencetimewasgreaterthantheobserved time. A
negative buffer indicates that the observed wake residence time was greater than predicted. A negative

buffer is also referred to as an "exceedance". As suggested above, an exceedance may, but does not

necessarily represent a situation that would have led to a wake encounter. Rather it indicates an event
requiring analysis to diagnose system error modes and required improvements. The exceedance may

indicate that the wake pair may not have been fully out of the approach corridor or fully decayed if another
aircraft had been flying the prescribed spacing. An exceedance may also indicate some other aspect of

system operation that requires analysis. In general, differences between predicted and observed wake
residence times have at least four components:

Diff = Diff ,c + Diffw x + Diff pReD + Diff SEmOR (7)

Where IC represents a component of difference due to wake initial conditions, WX represents a contribution

due to wake weather conditions different than expected, PRED represents a contribution due to the
predictor algoriflma not adequately modeling all relevant factors, and SENSOR represents a contribution

due to sensor measurement errors. Examples of each component are

1. IC: An aircraft conducting a visual approach may be well above glide slope or to the side of the
localizer, changing the time that the wake remains in the corridor.

2. WX: Frontal passages or other factors may create different than expected wind or turbulence
conditions at the wake location.

3. PRED: The wake behavior may not be fully described by the wake prediction algoritluns, for
example reduced sink rate due to vertical wind shear.

4. SENSOR: Difference between actual wake behavior and sensor measurements, such as a sensor

inadvertently combining two aircraft arrivals into one wake track or failure to terminate tracks at
wake demise due to atmospheric turbulent eddies.

The initial attempt to develop a comparison algorithm 19simply took the observed residence time of each

wake from the wake sensors and applied equation 5. Tiffs simple approach failed due to several factors:

1. If the wake factor that set spacing was not observed by the sensor, then the factors that were

observed led to a calculation suggesting a poor prediction, even when the observed wake behavior
was essentially identical to that predicted. For example a wake may sink below the corridor floor

in 15 seconds at the wind line location but require 70 seconds to drift laterally from the corridor.
The wind line did not quantify sink time, leading to calculated prediction errors on the order of 55
seconds when the wake acted as predicted.

2. The wake sensors in use frequently did not track both wakes long enough to quantify a residence
time for both wakes. The current criteria in use for declaring a residence time for any factor

required positive observation of the wake outside the corridor limits or at a circulation value below
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3.

the demise value, not simply the absence of a wake detection within the corridor. Both the wind
line and the CW lidar would frequently not track the most rapidly drifting wake, and all sensors

would sometimes lose tracks prior to the wake decaying below the defined demise value or exiting
the corridor. Limitations of the sensors and the criterion for declaring an observed residence time
led to a situation where many wake sensor data files were not usable for comparison purposes.

Many comparisons were being made in domains where the wakes were persisting for periods of
time much less than operationally feasible aircraft spacing (i.e., 10 to 30 second residence times).

Inclusion of these events can complicate interpretation of prediction errors in domains that are

operationally significant (i.e., 50 to 80 second wake residence time).

The wake comparison logic was modified to address these problems. Two changes were made to
accommodate the sensor limitations relative to the validation criterion and allow more observed events to

be scored. One was to break the events into categories called Class 1, Class 2, Class 3, and Class 4. Class
1 are the events where both the predicted and observed wake pair residence time was less than a minimum

time (TanMin). TanMin was set to 50 seconds for AVOSS operations and represents an expected lower
bound on actual aircraft spacing given a typical runway occupancy time on the order of 45 seconds. Class
1 events indicate that the wake vortex was not a constraint to that aircraft operation. Class 2 events are

counted if both the predicted and observed wake residence time was greater than a value TanMax. TanMax
was set to 180 seconds and represents an expected upper bound on separation using current FAA spacing

criteria. These events indicate that AVOSS has no potential to reduce spacing. No Class 2 events were

detected during AVOSS operations. Remaining events (class 3 and 4 described below) are those where the
buffer is negative and wake residence time falls between minimum aircraft spacing due to runway

occupancy and current criteria. It is in tiffs domain where wake prediction errors are potentially hazardous.
In tiffs domain prediction buffers are calculated as a diagnostic tool for system refinement.

When the wake sensor data does not quantify the same wake factor used to establish spacing criteria, a
buffer computed from that data is considered "soft". Tiffs is a class 3 event. For example if the residence

time is 15 seconds at a given approach window due to wake sinking, but the sensor only quantifies a drift
time of 60 seconds (does not quantify the actual vertical residence time), the resulting calculated

exceedance of 45 seconds is considered soft, since it may or may not represent an actual case of a wake
persisting in the corridor longer than predicted. It is not possible to determine from sensor data in tiffs case

if the wake actually sank as predicted. When the sensor does observe the same factor then the calculated

buffer is considered "hard", indicating a high confidence in the wake comparison. These hard buffer events
are considered class 4.

A second major change was to determine if an observed wake event could be used for scoring if only one

of the two wakes was quantified. Generally, when the sensors could only track and quantify one wake, that
wake was usually the slowest moving, or the wake most critical to quantify for following aircraft to the
same runway. A test was implemented for these cases that performed a least-squares fit to the wake lateral

position time history data in the wake sensor file to determine drift rate. If the single quantified wake was
drifting in a manner to suggest that the other wake must have had a shorter lateral residence time, then the

observed wake was considered the "critical wake" and the data file could be used for scoring. The test
required that the observed wake drift in a direction towards the runway centerline at a rate of at least 1.0

m/s (2 knots). This drift condition indicates that the wakes are being effected by cross wind in a manner
that will cause the unobserved wake to vacate the corridor in less time than the observed wake. If tiffs test

is failed then there is no certainty that the unobserved wake vacates as quickly as the observed wake, and

both wakes are considered critical. When both wakes are critical then both must be quantified to allow the
data to be used to score predictions. Note that only the wake drift is considered in tiffs critical wake test.

The nature of the current wake predictor algoriflma is such that both wakes sink and decay at nearly the
same rate in all weather conditions, so quantification of these factors for either wake is sufficient for
scoring sink and decay. Once the wake predictor is enhanced in the future to predict differential sink and

decay rates due to vertical cross wind shear, the current critical wake logic will require modification, unless
it is no longer required due to improved sensor performance. Note that the calculation of hard and soft

buffers is an artifact of the relationship of two factors, the limitations of the available sensors to reliably
quantify residence time for both wakes and the philosophy that absence of wake detection in the corridor is
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notsufficienttodeclarearesidencetime.Divisionofobservationsintosoftandhardwouldnotbe
desirableforanoperational system.

There are special situations handled by the revised comparison logic. In particular when wind line data is
used all buffers are soft, and the predicted wake residence time is recalculated using only wake drift prior to

calculating the wind line buffer. Since wind line data could not be used to derive vertical residence time or
demise time at that location, the revised logic allowed the wind line to be used solely for verifying drift

predictions. Due to a large volume of wind line data, these buffers are useful for diagnosing the ability of

AVOSS to quantify cross wind statistics and the resulting drift behavior.

The current AVOSS comparison algorifllms do not represent a true safety monitoring function, but rather a
system diagnostic tool. The log of exceedance cases (Appendix C) provides a list of events deserving of

analysis. During interpretation it is important to avoid assuming that comparisons reflect only wake
predictor output and "truth" as provided by the wake sensors. As noted above numerous factors can create

differences between predicted and observed wake behavior. Trends or systematic characteristics of the
exceedances should be exploited to suggest refinements to specific subsystems or changes to system
criteria or even architecture. For example, if a large fraction of exceedance events occurs due to wake

demise at low altitudes, then attention should be placed on verification of turbulence measurements, wake
decay prediction algorithms, and sensor algorithms that determine when to terminate a track and when

backgrotmd atmospheric turbulence can be confused with a very weak wake. Any trends for exceedances

to occur in specific weather domains or times of day would also suggest processes for phasing the AVOSS
into operational use, that is the system would not initially be used in the domains leading to low confidence

predictions.

Figure 6 shows flowcharts for the current wake comparison logic, taken from software specifications and
slightly modified for readability. Prior to comparing wakes sensor data to predictions, the Compare code
verifies that a prediction has been made in the past 35 minutes and that the prediction was made while the

weather file quality flags indicated valid wind and turbulence data were used in those predictions. Next the
wake data file is examined to determine which of the two wakes may be deemed critical, or if both wakes

are critical, and then the wake residence time is computed from the individual components provided in the
wake file. Next, two tests are applied to determine if the wake file is useful for scoring. First, the critical

wake (port, starboard, or both) must not have a residence time value of 9999, that is, the sensor must have

quantified a valid residence time for those wakes that would constrain spacing for following aircraft.
Second the aircraft type observed by the sensor and the location of the scan (in the runway coordinate

system) must match predictions made by AVOSS. The aircraft database used in the field consisted of 19
aircraft types that included the types most common at DFW.

Summary

A ground-based system has been developed to demonstrate the feasibility of automating the process of

collecting relevant weather data, predicting wake vortex behavior from a data base of aircraft, prescribing
safe wake vortex spacing criteria, estimating system benefit, and comparing predicted and observed wake

vortex behavior. This report has described many of the system algorithms, features, limitations, and
lessons learned, as well as suggested system improvements. The system has demonstrated concept

feasibility and the potential for airport benefit. Significant opportunities exist however for improved
system robustness and optimization. A condensed version of the development lab book is provided along

with samples of key input and output file types. This report is intended to document the technical
development process and system architecture, and to augment archived internal documents that provide

detailed descriptions of software and file formats.

14



Appendix A - Suggested System Improvements

Lessons learned from AVOSS operations suggest numerous considerations for future implementations.

Some considerations deal with system architecture or philosophy, others with implementation details.

System Philosophy Considerations

A major issue that cuts across several areas of system design is the definition of wake vortex demise. A

demise definition is needed both for the AVOSS internal algorithms that examine wake predictor results to

search for a demise time, and for wake sensors as a minimum design requirement and a track-termination

criteria. Comparison of current FA_A spacing criteria to typically observed decay rates 2° was made to

determine the wake strengths that may be encountered today with current spacing rules and an assortment

of large and heavy generator aircraft at approach speed. The analysis indicates that current rules will

prevent small aircraft from encountering wakes stronger than about 100 m2/s with worst-case generator

aircraft, which is about the strength of the wake generated by a turboprop commuter aircraft, with

encounters behind most aircraft weaker than 30 m2/s. Large and heavy aircraft that are following current

spacing criteria may encounter much stronger wakes. The large aircraft may encounter wakes of about 100

m2/s behind the average generator and up to 200 m2/s behind worst-case generators. Heavy aircraft may

encounter wakes of 200 to 300 m2/s behind other heavy aircraft. For comparison the wake generated by

large aircraft such as the B-727 range from 170 to 270 m2/s between minimum and maximum landing

weight. Sensors in use during the AVOSS project could typically detect wakes as weak as 100 m2/s, with

slightly weaker wakes being detectable in very calm conditions. In windy conditions wakes may be lost at

strengths around 120 m2/s and attempts to track weaker wakes may lead to false wake detections from

atmospheric turbulence.

Conservative industry input suggests that there is no wake strength that can be safely encountered, i.e., zero

strength. This value poses system design problems, as theoretically wakes may never decay to zero, and

sensors cannot be designed to detect near-zero strength wakes to quantify that decay time. The current

AVOSS approach is to never reduce spacing for small follower aircraft due to wake decay, since existing

sensors cannot track all wakes that are significant to small aircraft. For large and heavy followers a demise

definition is established that determines when the wake strength has essentially weakened to a level no

greater than commonly encountered atmospheric turbulence and is below the strength that may be

encountered with current FAA criteria. For AVOSS operations to date the demise definition has been

circulation strength of 90 m2/s. Even with this value for demise, the sensors in use may have difficulty in

accurately tracking wakes and determining when to terminate a track and declare demise as the wake

strength becomes comparable to atmospheric turbulence and circulation estimation noise becomes large

relative to the wake strength.

The total AVOSS system will become more robust when a consensus can be reached on an acceptable

demise definition for large and heavy aircraft, not for intentional encounters but as a value that will be non-

hazardous and will not require a go-around maneuver if inadvertently encountered. The wake sensors and

prediction system can then be optimized to determine when wakes have decayed below this fllreshold.

Consideration should be given to fllresholds that are dependent on the category of the follower aircraft and

are compatible to the circulation strengths in today's environment, about 100 m2/s for large aircraft in trail

and 200 m2/s for heavy follower aircraft. Values of this magnitude are consistent with flight safety and

current flight rules, provide a more robust target for sensor tracking, and will improve system spacing

performance. Absence of an industry standard definition of demise may actually decrease safety, as the

past practice tends towards avoidance of any wake that can be measured. Without minimum performance

standards the minimum measurable wake is sensor-dependeut and may be greater than the proposed values.

Closely coupled with the demise definition is the criteria used to declare wake residence time by the

sensors. The approach used was to require the sensor to observe the wake actually drifting or decaying

through the corridor or demise limits. This approach was taken for two reasons, to ensure that sensor

failure or degraded detection performance could not lead to a false indication that the corridor was safe and

also to provide a definitive time for the drift and demise residence time factors for predictor validation.
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The alternative to this approach is to declare the corridor safe when the sensor can no longer detect a wake
within it. The approach used requires the sensor to track both wakes long enough to determine residence

times. Very frequently however, a wake could not be tracked for this length of time. For example demise
time was often not available when the wake vanished before reaching the demise value. This could occur
for numerous reasons, including drift beyond the sensor range, rapid decay between scans of the lidar

systems that caused the wake to decay from above demise to an undetectable value before the next scan
sweep, or difficulty in tracking wakes near the demise value due to atmospheric turbulence. Likewise a

wake that decayed before exiting the corridor led to indeterminate "9999" values for the drift or sink

residence times. In some cases the downwind wake would drift away so rapidly that the wake sensor never
tracked it. The end result was a large fraction of wake observations unusable for predictor scoring as well

as special logic within AVOSS to maximize use of marginal observations.

The approach of declaring the corridor safe when the wake cannot be observed is much less demanding of
the sensor but leads to strict reliability and probability of detection requirements on the part of the sensor.

There must be a very high probability that lack of wake detection is due to a lack of a wake rather than
inadequate sensor minimum performance, extremely dry and clear air that compromises lidar detection, or
any other factors. With appropriate minimum performance specifications, well understood sensor failure

modes, self-testing, and reasonable wake demise definitions, consideration can be given to allowing sensors
to declare a residence time, or corridor safe, when no wake is observed. Sensor design and safety

monitoring logic within AVOSS may be greatly simplified if robust detection is assured.

Another significant system philosophy enhancement would be a stronger probabilistic basis for wake

prediction and risk management. The system currently considers wind statistics in determining a
confidence interval on wake drift rates and aircraft flight technical error statistics for sizing the safety

corridor. Discrete logic is used in domains where the statistical process may break down, for example the
low cross wind lockout logic for wake drift use. However the wake predictor and the corridor residence
time logic use relatively simple discrete logic for risk rather than a statistical process. The wake predictor,

given a description of the weather, will provide a wake trajectory with no statistical description of the
confidence of that prediction. AVOSS runs the predictor multiple times per aircraft prediction, using the

wind confidence interval to vary the weather inputs, to estimate the potential range of wake motion. The
function of estimating wake uncertainty was only implemented for nncertainty in the crosswind, not for

turbulence or thermal gradient uncertainties. Expectations and later analysis 1°both suggested that wake

spacing is more sensitive to the cross-wind than to the other parameters, and cross wind is more likely to
change significantly over short periods of time than ambient turbulence or thermal gradients. Although this
approach worked well in system operation 9, it possesses limitations. First, the inherent uncertainty in the

wake prediction algorifllm itself is not quantified. Given multiple runs with identical initial conditions and

weather conditions, the wake predictor will always produce identical outputs. Field observations of wake
behavior in nearly identical conditions will produce a small range of behavior (decay time or motion rates).
Variation in wake behavior, particularly sink rate, increases as atmospheric turbulence increases, or

convective activity or thermal inversions create vertical wind shears. Normal wake behavior, such as the
sinusoidal shape taken by a wake pair due to the Crow instability, can create small variations in wake

altitude or lateral position relative to the mean position when a sensor randomly samples the wake system.
Current predictor algorithms are not able to provide a quantifiable bonnd, or confidence interval, on the

wake altitude, lateral position, or strength. Ideally the predictor could accept a description of the weather

and provide information at each time step to indicate the confidence in the prediction. For example the
lateral and vertical position may be provided as a mean and a standard deviation. Turbulent conditions,

known to make sink rate estimation less reliable and sometimes slow the wake sinking motion, might
increase the confidence interval as well as slow the predicted sink rate. The wake predictor might describe

the Crow instability as an increasing position standard deviation over time. Such a statistical wake
predictor would simplify the system logic and be more easily adaptable to formal risk analysis methods.

Another limitation of the current spacing criteria method is that it is single-dimensional, in that the
uncertainty of one wake factor at a time, such as drift, is calculated. When extended to multiple factors

(drift and sink for example) the results may be overly conservative. This hypothesis is made from
observation that temporary weather conditions that may create worst-case behavior in one factor may tend

to provide benefits in the other factors. For example, a temporary cross wind shear that reduces wake sink
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raterequiresacrosswind,whichwillmovethewakeawayfromthelocalizer.Alull inthewindthatmay
allowthewaketoremainonthelocalizerinturnwillnotbeaccompaniedbyacrosswindshearthatcould
preventwakesinking.Wakeresidencetimeconfidenceintervalsshouldbeestimatedbasedonthe
interdependencyofallwakefactorsandtheprobabilityofanencounter,whilethecurrentmethodwould
combineworst-casetimesfromanindependentassessmentofeachfactor.

Theuseofthecorridortodetermineresidencetimewouldbeenhancedwithastatisticalapproachthat
consideredcontoursofriskratherthanthecurrentbinaryrisk/noriskmethod,figure7. Currentlyawakeis
eitherinsideoroutsidethecorridor,andawakethathasdriftedtotheedgeofthecorridorcarriesthesame
riskweightwithinAVOSS as a wake on the aircraft path. Many of the exceedance cases logged in field

tests involved wakes that had nearly drifted out of the corridor. These exceedance cases carry the same
weight as a wake that remains on flight path, yet an aircraft encounter would not have occurred unless the

aircraft had a large (3 standard deviation) flight technical error in the direction needed to reach the wake.
The binary risk model used has also impeded the definition of a demise definition, since a wake that has not

left the corridor is assumed to carry an encounter probability of 1, while in reality the encounter probability
is much less. Obviously the wake strength permitted for an encounter probability of 1 will be much less
than for an encounter probability on the order of 10 3 or 10 6. Consideration should be given to defining a

probability of a significant encounter, which involves wake strength and position as well as the flight
technical error of the aircraft, and designing AVOSS to determine spacing values to meet specific

probabilities. A model for the next system design might therefore result from a formal system risk analysis

of the current system. Figure 7 shows this approach. The encounter probability can be determined from
the probabilities of lateral and vertical positions coinciding with the aircraft location, and the probability of

no demise. Each of these probabilities will reduce as time increases and the system could be designed to
determine the time for a given probability, without the need for a defined corridor shape. If the

probabilities of the three factors are not independent, as suggested by field experience, then the calculation
can be done on a domain-by-domain basis. For example the crosswind shear conditions leading to
increased wake vertical position uncertainty will tend to reduce the lateral position uncertainty.

Implementation Considerations

Within the current system philosophy numerous enhancements would improve system operation. One of
the most significant would be wake sensor upgrades to state-of-the-art systems. The lidars in use had a

research heritage and were roughly 4 to 6 years old at the AVOSS demonstration. This represents a
considerable gap in both laser technology and digital signal processing capabilities. The scanning

capabilities (pulse repetition frequency, range bin size) of the AVOSS lidars led to long gaps between lidar
hits, typically 10 seconds or more between laser sweeps past the wake and larger than optimal uncertainties

in the wake position at each hit. This time interval was adequate for a wake to significantly decay or vanish
between measurements, complicating demise time determination. The wake data collected had sufficient

frame-to-frame noise that curve fitting processes had to be used to smooth the track and decay histories.
These curve fits introduced other potential error sources, possibly not properly reporting a wake rebound

from the ground or curve fits to a few noisy data points leading to unrealistic decay or motion data plots.
The scan capabilities of current systems also compromises wake detection of departing aircraft. Due to

wide spatial dispersion of aircraft shortly after liftoff, a large area of the sky must be scanned to acquire the
wake. Slow scan rates can lead to first detection up to 30 seconds after passage, and no second detection
due to decay between scans. Systems currently available 21have improved scanning capabilities and can

produce high quality wake tracks with position updates roughly every 5 seconds. These improved

capabilities create the potential to eliminate curve fits to the data and enhance the ability to track both
wakes and accurately determine residence time.

The wake lidar also presents an opportunity for simplification of the weather system. Lidars can provide

high resolution and high update rate cross wind data within the arrival or departure corridor, at the altitude
of interest. Atmospheric turbulence data (turbulent kinetic energy and eddy dissipation rate) have been

measured also by lidars and particularly validated with in situ measurements. In 1998 a simplified AVOSS
was operated using only lidar wind and turbulence data. Lidar wind data was not used within the DFW

weather system since year-round AVOSS operation (weather and spacing predictions) was desired and the
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lidarswereonlydeployedforafewweeksperyearforfullsystemtests.Whilethelidarswerenot
deployedtheAVOSS operated with dedicated weather sensors and a single wind line for wake data.

The time required to drift out of the lateral limits of the safety corridor was calculated from a cross wind
confidence interval computed from the mean and standard deviation of the cross wind. The 30-minute

mean and standard deviation were computed from a series of 30 1-minute cross wind measurements. The
system performance, both throughput and exceedance counts, were sensitive to the multiplier applied to the

standard deviation, hence the confidence interval used. Additional analysis is in order to determine (a) if

other methods of estimating the wind confidence interval produce better results (for example a percentile
cross wind represented by the 30 individual 1-minute values) or (b) if modifications to the corridor are

appropriate (for example an inner corridor with high criticality and an outer corridor with a higher allowed
probability of wake presence).

The weather system was designed initially as a research system, with inclusion of all sensors that were

believed to be needed to avoid missing critical signals. Considerable opportunity exists to eliminate
sensors for a more economical installation, particularly if the wake lidars are employed as weather sensors.
Two separate weather systems were used, a local system at Dallas using ground based sensors, and a
planetary bonndary layer model 22 for short-term "nowcast" predictions of all weather parameters. The in

situ system was used for all wake vortex spacing criteria outputs and the nowcast system was used to

predict future runway acceptance rates for planning purposes. The nowcast model was operated by North

Carolina State University, using operational weather products from the National Center for Environmental
Prediction for initialization. Although the nowcast model used no in situ sensors at DFW for initialization

or correction, wind estimation accuracy was typically within 1.5 m/s (3 knots) of observed winds with 5 to
10 hour old forecasts. This accuracy is not adequate for use near the gronnd, where critical cross wind

values are typically on the order of 1 or 2 m/s and small changes in cross wind have large effects on wake
motion. The nowcast model may be adequate however for use above ground effect where wake drift is not
effected by the gronnd and is less sensitive to small cross wind changes, wake drift is less of a factor in

spacing than sink rate, and where current ground based sensors have the most difficulty in providing robust
data. Limited manual comparisons of sensor observed winds aloft (fused from multiple sensors) and

nowcast winds aloft suggest that the accuracy of the two systems is similar at altitudes above about 200
meters. Although the demonstrated weather system was adequate to realize some initial system benefit in

limited weather domains, significant opportunity exists to improve wind estimation, vertical profiling, and

sensor cost reduction by blending the observed and nowcast systems, along with wake lidar wind data and
perhaps downlink of aircraft data for validation. The nowcast data could also be used to predict changes in

the observed weather profile. Currently data taken for a 30-minute period is used to estimate weather
statistics for the next 30 minutes using persistence. In general this approach worked well and wake spacing

changes were typically small from one thirty-minute period to the next in the absence of major weather
changes. The nowcast could be used to improve the persistence forecast further when conditions are
changing. Such blending is non-trivial, however, and would require a significant field presence to test and

refine algorithms with significant data sets at all times of the year.

Other implementation enhancements include modifying the use of the value 9999 for invalid data, as
mentioned earlier and developing true safety monitoring logic. Lessons learned from the current wake

scoring software would be needed for the safety monitor function, which would run in parallel with more

detailed scoring software for diagnostics purposes. Safety monitoring might not consider deviations from
observed and predicted wake behavior as much as it might consider deviations between observed wake data

and actual aircraft spacing being provided. For example a B-737 predicted residence time at a window may
be 30 seconds and the observed may be 60. This would not be a safety issue if other windows or another

large aircraft in the database were requiring 70-second spacing at that window. The safety logic must also
anticipate wake exceedance events in order to provide adequate notice in the rare event that a go-aronnd is
required. This could be performed by also comparing observed weather to that used in the wake

predictions. For example a sudden lull in the winds when the prediction was for a steady crosswind would
also indicate that wakes will not be drifting as predicted. During the wake calculation process AVOSS

could quantify and provide weather values that would require caution alerts to ATC.
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AppendixB - Aircraft DatabaseandParameterFile

TheaircraftdatarequiredtorunAVOSSisstoredinadiskfilenamed"ac_dbase.acd".Thedatabaseused
forDFWfieldoperations is presented below. The file contains two comment lines, denoted by the initial

character "#". The second comment provides a key to the fields provided for each aircraft. All traits are
metric. The third line provides the expected maximum speed (m/s) on final approach for the small, large,

and heavy category aircraft, respectively. These values are used only for computing the required top-of-
approach spacing given the spacing required at individual approach windows. The next line contains the

number of aircraft in the database and is used by the file reader to increment the loop that reads data. If
more aircraft are listed than indicated by tiffs line then they are not read or used for wake predictions.

The remaining lines each provide the data required for one aircraft type. Tiffs data is used to initialize the

wake predictor algoriflmas and to match wake predictions to sensor observations. The first field provides
an aircraft identification that is matched to an equivalent wake sensor data file field to enable scoring of

predictions. The second field provides a common name label for the type, including variants that are
considered similar for wake predictions. Field two is not used by the machine, Field 3 indicates if the type

is considered large "L", a B-757 "B", or a heavy aircraft "H". This field is used when combining spacing
criteria for each aircraft type into a category-based matrix. The final three fields provide wing span

(meters), estimated maximum landing gross weight (kilograms), and estimated approach speed (m/s). The
data is intended to represent the aircraft types most common at DFW as well as worst-case types in each

category. For example the ATR-72 is a worst-case large aircraft with respect to wake sink rate, due to a
large wing span relative to the strength of the generated wake and the B-727 is one of the heaviest aircraft

in the large category.

#Aircraft data set

#AC_ID, AC_Type, Category, Span, Max_LD_GW,

65,75,82.4
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AT72,ATR-72,L,27.1,19913,61.8

FKl0,Fokker FI00,L,28.1,44453,69.5

Dcg,Dc-9,L,28.5,49896,69.5

B737,B737/73F/73J/73S,L,28.9,54432,72.1

MD80,MD80/83/88/90,L,32.9,58061,69.5

EA32,A320,L,33.9,64502,74.6

B727,B-727,L,32.9,72576,72.1

B757,B757,B,38.0,89813,69.5

DCS,DC-8,H,45.2,113400,72.1

EA31

B767

EA30

LI01

EA34

DCI0

MDII

B777

B747

B74F

A310,H,43.9,123016,72.1

B767,H,47.6,126101,74.6

A300,H,44.8,137985,74.6

L-1011,H,47.3,166925,77.2

A340-200,H,60.3,180986,69.5

DC-10,H,50.4,182801,72.1

MD-II,H,51.7,195048,77.2

B777-200,H,60.9,206388,72.1

B747-100/200/300,H,59.7,265356,77.2

B747-400,H,64.3,285768,82.4

Est_APP_Speed

Many AVOSS rtm-time options are controlled by a parameter file named pfile.prm. The file begins with
any number of comment lines, denoted by "#". Following the comments lines is a description of the data

fields. Tiffs was provided as a reference to minimize the chances of error when modifying parameters in
the field. Following the field descriptions are the actual parameters used by AVOSS. The example file

below shows the values used by AVOSS at the DFW field site.

The corridor option was used to select one of two corridor floor options, as described in reference 18.
N_Sigmas is a multiplier to apply to the cross wind standard deviation when estimating the bounds on wake

drift behavior. SINKPCNT is used to reduce the effective sink rate of the predicted wakes when
calculating spacing. For example if the wake predictor estimates a wake to sink below the corridor floor in

19



15seconds,andSINKPCNTissetto50,thentheresidencetimeappliedbecomes30seconds.Thisvalue
wassetto100exceptduringsensitivitystudies.TIMEADDwasalsoimplementedforsensitivitystudies.
Itprovidesaconstantbias(addition)tocomputedwakeresidencetimesandwassettozeroforfieldwork.
BothSINKPCNTandTIMEADDwereincludedtotestteclmiquesforaccommodatingwakeprediction
uncertainties.Demise_DefandDemise_VALarewakecirculationvalues(m2/s)usedtoestimatedemise.
Thefirstvalueisusedbythespacingcalculationsandisnormallysetto90m2/s.Sincethewakesensors
frequentlycannottrackwakesofthislowstrength,ahighervaluecanbeusedforscoringpredictions.For
exampleif Demise_Valissetto120,thenAVOSScomparesthepredictedandobservedtimeforwakesto
decaytothatvalue.ThevalueUPDATE_PERIODisnotusedwithinAVOSS

TheNUM_TRACK_WRITEfieldisusedtocontrolwritingofwakepredictoroutputs(wakemotionand
decaytimehistories)todisk.Thesefilesarequitelargeandingeneralareonlyneededforplottingwake
lidardataagainstpredictions.Eachtrackfilecontainsallwaketrackpredictionsforallaircraftatagiven
window.With19aircraftanduptothreewakepredictionsperaircraft,eachfilecontainsupto57wake
tracks.Thislinecontainsanumberthatindicatesthenumberofwindowstowrite,followedbyalistofthe
windownumbers.Thedefaultwindowscreatedatprogramexecutionarenumbered0through5andany
additionalwindowsbeginwiththenumber6.

Thenextfourlinescontainflagsusedtodisablespecificwakefactorsincalculatingspacing.Theoutput
spacingfile(AppendixC)containsan"upperset"of spacing values and a "lower set" of values. The upper

set ignores wake demise, that is, only uses wake drift and sink to establish spacing. The flags
Disable_Lat Upper and Disable_Vert_Upper also allow the user to switch off the consideration of wake

drift or sink, respectively. With all factors disabled the upper spacing values provide the current FAA
spacing criteria. That setting is run by default so that AVOSS will compute flaroughput with the FAA

criteria and hence the performance benefit with reduced spacing. The flags for the lower set provide the
same function for the lower set of spacing matrices. With both flags set the only factor considered in the
lower matrix set would be decay.

Taumin and Taumax provide the time values required by the wake comparison algorithms to determine if

an observation is a Class 1 or 2 event. QA_Enable determines if AVOSS will use the weather quality
assurance process when computing spacing. If disabled, spacing will be computed regardless of the

weather data quality. QA_Enable was always enabled in the field. P_Version and Batch are not read by

AVOSS. Path was used to direct AVOSS output to a specific disk area. The current shell code ignores
Path and directs the output as needed.

Rtmway ID is a character string that labels the runway in use. This string is used within AVOSS when

building output file names. Future version of AVOSS may run independent predictions for different
runways and this field would provide a means to select the appropriate wind files, which are specific to the
runway orientation, and label outputs. The airport elevation data is not currently used within AVOSS. All

calculations and weather files are with respect to altitude above grotmd.

The next three fields directly effect the AVOSS corridor dimensions by providing the point where the glide
slope intercepts the runway, the glide slope angle, and the altitude above ground that the aircraft are

assumed to intercept the glide slope. The glide slope is assumed to intercept the runway at -305 meters

(about 1000 feet down the runway, on the negative X-axis), the glide slope angle is 3 degrees, and the
aircraft are assumed to intercept the glide slope at 600 meters (1968 feet) above ground.

The next four fields provide the fractions of small, large, B-757, and heavy aircraft in the traffic mix and

must sum to 1. In current FAA spacing criteria the B-757 is essentially its own class when it is the
generating aircraft, and is considered a large aircraft when in trail. The ATC rotmding interval rotmds
spacing outputs to specified nautical mile intervals before estimating throughput. For example an AVOSS

output of 3.38 miles may be rotmded to the half-mile prior to flaroughput estimation, on the assumption that
ATC controllers could not make use of any finer criteria. The ATC variance value of ten seconds is used

also in the throughput calculations, as described in reference 19.
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Finallythelistofadditionalwindowsisgiven.Thefilereaderassumesthatthisdataislastinthefile. The
firstnumberisthenumberofadditionalwindows,flowedbytheX-axislocationofthosewindows.
Typicallynewwindowsareaddedtoprovidewakepredictionsatthelocationsofwakesensors.For
exampleatDFWin1999and2000,thecontinuous-wavelidarwasscanningatX =84meters(near
threshold)andthepulsedlidarcouldscanat1080,1702or2262metersbychangingscanazimuth.Future
systemsmightalsousethiscapabilitytoadapttospecificmeteorologicalconditions,forexampletoplacea
predictionwindowataglideslopelocationlikelytobeaffectedbyastrongcrosswindshearorthermal
inversion.

# Parameter file for AVOSS Version 2, format modified July 1999

#

# Program Control Information

Corridor_Option (integer)

N_Sigmas (integer 1,2,3)

SINKPCNT (% of avg. sink rate to use in establishing spacing. 0 to I00)

TIMEADD (is a constant time bias to be used before computing spacing)

Demise Def (integer meters squared per second, for spacing calculation)

Demise Val (integer meters squared per second, for validation)

Update_Period (integer minutes for refresh of separation matrices)

NUM TRACK WRITE (number of track files to write followed by window number(s) to

use_

DISABLE LAT UPPER (I to disable lateral spacing for upper output matrices)

DISABLE VERT UPPER (I to disable vertical spacing for upper output matrices)

DISABLE LAT LOWER (I to disable lateral spacing for lower output matrices)

DISABLE VERT LOWER (I to disable vertical spacing for lower output matrices)

TAUMIN (minimum time for wake buffer calculation, simulates ROT)

TAUMAX (maximum time for wake buffer calculation, simulates max spacing)

QA_Enable (I to enable QA, 0 to disable)

P VERSION (For later use to select versions of the predictor algorithm)

Batch (0 to run batch, I to run real-time data)

Path (path or string "I/NIX" for file output)

Runway_ID (char)

Airport_Elevation (real, meters)

Glide_Path_Intercept on Runway (int, meters)

Glideslope_Angle (real)

Glideslope_Intercept_Altitude (integer, meters AGL)

FRAC Small (fraction of throughput in small category, must be between 0 and 1

FRAC_Large (fraction of throughput in large category, must be between 0 and 1

FRAC B757 (fraction of throughput in B757 category, must be between 0 and I)

FRAC_Heavy (fraction of throughput in heavy category, must be between 0 and 1

ATC Round Interval (spacing rounding interval (hiM) used in the throughput

calculations)

ATC Var (ATC variance)

Num Extra Windows (to add to defaults, follow with list of integer X values)

2

1

I00

60

90

120

3O

3367

1

1

0

0

6O

120

1

3

0

/export/home/adam/avoss/avoss_v2.4.0/data/temp_data/
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RI7C

183 .6

-320

3.0

600

0 .25

0 .60

0 .I0

0 .05

0.5

I0

3 84 1080 1702 2262
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Appendix C - Output data files, Spacing, Log, Statistics, and Exceedance

Several output file types are discussed. Figure 1 shows the software modules that create each file type
discussed. The core code writes a spacing file and a log file. The code that compares wake predictions and

observations, wlfich resides just outside the core, writes a statistics file and an exceedance file. Batch
programs exist to allow file core and the comparison code to be run together with arclfived weather and
wake sensor data files.

The output spacing criteria are provided in one file per 30-minute period. A typical file name is
"DIST_R17C.991201_010000". All spacing file names begin with DIST, followed by the runway

identification from the parameter file, then date and time in YYMMDD_HHMMSS format. The files begin
with an arbitrary number of comment lines, each beginning with "#". These lines are used to describe the

file contents. The data begins with a line that repeats the runway identification, year, month, day, hour,
minute and second. The next line echoes the corridor option number, N_Sigma, the Demise_Def, and the

number of aircraft in the database. The next line echoes the QA Enable flag, the QA status of the three
weather files that made up the prediction, and weather flag 16 which indicates if the weather was derived

from the sensors at DFW (flag = 0) or from the nowcast system (flag = 1). The fourth data line echoes the
data used to estimate runway throughput, that is, the fraction of each weight class, the rounding interval,

and the ATC variance, all from the parameter file. The fifth data line provides two throughput values, the
first based on the top-of-approach spacing in the upper set of spacing matrices, the second based on the top-

of-approach spacing in the lower set. In this sample the upper set is providing default, or current FAA,
spacing since the lateral and vertical motion were disabled using parameter file flags. The next line

indicates the number of windows used. The size of the spacing file will change as windows are added.

The rest of the file is divided into an upper and lower set of spacing values. Each set first contains the
spacing at individual windows, followed by the resulting top-of-approach spacing at the spacing point. The

spacing at each location is provided in a 3x3 matrix of nautical mile values. While calculations are
performed using metric units, AVOSS converts to the conventional ATC units of nautical miles for output.

The columns represent large, B-757, and heavy lead aircraft and the rows represent small, large, and heavy
following aircraft. Windows 0 through 5 are the default windows with Window 0 at the runway threshold

and Window 5 at 11.128 km from threshold. Additional windows, 6 through 9 in this case, will be located
between the other windows. In this case window 6 is at X = 84 meters. Each matrix has a text label to aid

reading. The text will change according to the flags that disable lateral or vertical motion. In this case the
upper set is labeled "Default Spacing" since both wake motion factors are disabled, and the lower set is

labeled "Trans & Demise Spacing" since all wake motion is enabled. Recall that wake decay is never
considered in the upper set and is always considered in the lower set. Each label begins either with the

window number "Win 0" or the word "Approach" to indicate top-of-approach. In this sample the AVOSS-
produced reduced spacing for large category aircraft following heavy aircraft is 2.75 miles at the threshold

(Window 0, lower set), 2.50 miles at the other windows, and 2.95 miles at the top-of-approach. Current
FAA spacing criteria would have applied 5 miles at all windows with 5.47 miles being required at the top-

of-approach to allow for the speed difference between the slowest heavy aircraft and the fastest large
aircraft on final.

#Distance separation arrays (nautical mile)

#Rows are S,L,H follower, Cols are L,B757,H generator

#Header: runway,date,time,CorOption,Nsigma,DemiseDef,Naircraft

#qa_enable, atmpro_good, edata_good, tdata_good, atmpro_flagl6

#frac_small, frac_large, frac_757, frac_heavy, round_interval, atc_var

#tp, dtp

#NWindows

RI7C 99 12 1 1 0 0

2 1 90 19

1 1 1 1 0

0.25 0.6 0.I 0.05 0.5 I0

34.0817 30.5695

I0

#Win 0 Default Spacing
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4.00 5.00 6.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 1 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 2 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 3 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 4 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 5 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 6 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 7 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 8 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Win 9 Default Spacing

3 00 5.00 5.00

2.50 4.00 5.00

2.50 4.00 4.00

#Approach Default Spacing

4.11 5.00 5.28

3 .76 4.46 5.47

4.50 5.06 5.06

#Win 0 Trams & Demise Spacing

2 .50 2.50 2 .73

2 .50 2.50 2 .75

2.50 2.50 3 .02

#Win 1 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Win 2 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Win 3 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Win 4 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50
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#Win 5 Trams & Demise Spacing

2 .91 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Win 6 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .54

#Win 7 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Win 8 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Win 9 Trams & Demise Spacing

2 .50 2.50 2 .50

2 .50 2.50 2 .50

2 .50 2.50 2 .50

#Approach Trams & Demise Spacing

2 .91 2.50 2 .50

3 .76 2.95 2.95

4.50 3.59 3 .61

A log file is produced to summarize the results of multiple runs. The file provides a TECPLOT header to
allow rapid plotting of a full day of spacing results. The file contains one line of data per 30-minute

AVOSS cycle, or 48 data lines for a full day of operation. Each line lists date, time, the lower set top-of-
approach spacing in the order "LS" "BS" "HS" "LL" "BL" "HL" "LH" "BH" "HH" where S, L, B, H are the

4 categories and the first letter is the leading aircraft category, i.e., LS = large leading a small aircraft. The
next 9 values are the upper set for the same 9 categories, which normally are the default or FAA spacing.

Next are 6 fields for meteorological weather observation data (time, visibility, ceiling, wind direction, wind
speed, and precipitation). A process for merging the log file with hourly weather reports was intended to

fill in these fields and allow sorting results by weather domain. The merge routine was not written in time
for deployments so these fields are filled with "9999". Next are the status of five parameter file flags,
DISABLE_LAT_UP, DISABLE_VERT_UP, DISABLE_LAT_LOWER, DISABLE_VERT_LOWER and

QA_Enable. Next the quality status of the three weather file types is listed (0 fail, 1 pass), and finally the

individual QA flags of each weather file type. To save space only the defined flags are listed. In total there
are 61 fields per line. The log file is written by the AVOSS core code and is appended to at each AVOSS

execution. It is up to the user or shell code to copy the file to another name or location at the date change
over to force AVOSS to create a new file. The sample below contains the header and one line of data from

a log file. The length of each line mandates line wrapping in this printed format.

TITLE="AVOSS Prediction Log File from: 1999, 12, I, 0, 0, 0 to 1999, 12, I, I,

30, 0"

VARIABLES="Dt" "Tm" "LS" "BS" "}{S" "LL" "BL" "}{L" "L}{" "B}{" "}{}{" "DLS" "DBS"

"D}{S" "DLL" "DBL" "D}{L" "DL}{" "DB}{" "D}{}{" "TP" "DTP" "MTm" "Mvis" "MCI" "Mwd"

"Mws" "Mprec" "PFI" "PF2" "PF3" "PF4" "PF5" "AGood" "EGood" "TGood" "WQI6"

"WQI3 .... WQI2 .... WQII .... WQI0 .... WQ9 .... WQ8 .... WQ7 .... WQ6 .... WQ5 .... WQ4 .... WQ3 .... WQ2"

"WQI .... EQI6 .... EQ7 .... EQ6 .... EQ5 .... EQ4 .... EQ3 .... EQ2 .... EQI .... TQI6 .... TQ2 .... TQI"

ZONE I=3 F=POINT

19991201 0000 4.12129 4.3561 5.30665 3.74367 2.92169 2.92169 4.48002 3.57156

3.57156 4.12129 5.00001 5.30665 3.74367 4.39784 5.39026 4.48002 5.04083 5.04083

33.5788 31.9784 9999 9999 9999 9999 9999 9999 1 1 0 0 1 1 1 0 0 0 0 0 56 60 67

6 I00 61 37 0 0 0 0 0 0 0 0 0 0 0 0 5 0

A statistics file is also produced for each day of operation. The data in the statistics file provides a detailed

high-level summary of a day's operation, including the number of system runs, weather system

performance, spacing statistics, and wake observation comparison statistics. Like the log file, the AVOSS
creates the statistic file if it does not exist and modifies it with accumulated statistics at each 30-minute
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cycleif it doesexist.It isuptotheuserorshellcodetomoveorrenamethefiletoreinitializethestatistics.
Statisticsoverlongertimeperiodscanbeaccumulatedsimplybyrunningcontinuouslywithoutremoving
orrenamingthefile. ThisfileaccumulatesstatisticsonAVOSSspacingresultsaswellasoncomparisons
toobserveddata.Filecontentsaredescribedtlaroughoutby"#"commentlines.Thefilebeginswiththe
dateandtimethatit wasbegunandlastupdated.Inthissamplethefilewaswrittenovera13-minute
periodsinceit wasgeneratedbyabatchreprocessofarclffvedfielddata.Thenextdatalineindicatedthe
totalnumberofrunsandthenumberrunwithweatherfilesthatpassedthequalitytests.Inthissample24
of30runsweremadewithwinddatathatpassedthequalitytests.Thenextlineprovidestlaroughput
statisticsforallruns,includingthemeanAVOSSvalue,themeanFAA-criteriavalue,andtheminimum,
mean,andmaximumpercentageincrease.Inthiscasethemeanrunwaythroughputfromthe30runswith
AVOSSspacingis33.4,themeanincreasewas6.23percent,andonerunproduceda14.34percent
increase.Thenextdatalineprovidesthemeanspacingvalue,atthetop-of-approach,fortheninecategory
pairs.Nextthemeanspacingreduction,againatthetop-of-approach,relativetocurrentcriteriaislisted.
InthissamplethemeanspacingreductionbehindtheB-757isover1nauticalmileforallfollower
categories.Thenexttwolinesindicatethemeanandthevarianceofthespacingchangeforeachcategory
pairbetweenthehalf-hourlyupdates.ThisisameasureofthestabilityofAVOSSspacingvaluesforuse
byATC.

Thenextblockofstatisticsrelatestothecomparisonofpredictedandobservedwakemotion.Firstdata
echoesTauMinandTauMaxfromtheparameterfile,thencountsthefieldsreceivedfromeachsensor.The
comparisoncodewill rejectwakefilesforseveralreasons(seefigure6)andthecountsof these occurrences
are listed. In tiffs list the wake sensor identifications are wind line (wll), NASA pulsed lidar (lna) and

Lincoln conttmious wave lidar (lli). In tiffs sample a total of 351 wake files were available and only 102
met all criteria for use.

Next four groups of numbers with the same format provide residence time buffer statistics for all sensors
combined, and then broken out by sensor. The "#" comment lines describe the format. The first line

provides class 3 (soft) buffers and the counts of class 1 and 2 events. The next line describes class 4 (hard)
buffers. In tiffs sample, when all sensors are combined, there are 11 class 3 buffers (8 positive and 3

negative), 91 class 1 events, and no class 2 events. The next line in each group gives the mean and
standard deviation of all soft and hard buffers, then the mean of all exceedances, where an exceedance is a

negative class 3 or 4 buffer. The exceedance mean is done for all exceedances, then all soft exceedances,
and then all hard exceedances. The hard exceedance mean of "9999" indicates that no hard exceedances

were detected and a mean could not be computed. The final line in each group gives the largest soft and

hard exceedance detected. The data in tiffs group shows 91 class 1 events, 68 of which were detected by
the pulsed lidar, the average buffer calculated was a positive 34.3 seconds, fllree exceedances were

detected, 2 from the pulsed lidar and 1 from the CW lidar, and no hard buffers were calculated. The largest
soft exceedance was 60 seconds and was provided by pulsed lidar data and the largest exceedance seen by
the CW lidar was 4 seconds.

The final group of data provides a distribution of exceedance data into the indicated time bins. The data in

this sample shows one soft exceedance each between 0 and 5 seconds in duration from the CW and pulsed
lidars, and one soft exceedance of between 40 and 80 seconds from the pulsed lidar.
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# AVOSS Statistics File

# Start and Stop Date/Time

000611 153327

000611 154647

# Num Runs (total and ATMPRO/EDATA/TDATA Good)

30 24 30 21

# Throughput averages (AVOSS, default, increase min/mean/max)

33.40 31.44 0.74 6.23 14.34

# Average spacing values for LS, BS, HS, LL, BL, HL, LH, BH, HH

3.658 3.910 4.318 3.767 3.046 3.399 4.572 3.693 3.991

# Average spacing reduction (from default) for the 9 pairs

0.337 1.090 0.842 0.000 1.338 1.975 0.000 1.331 1.033

# Mean spacing change between consecutive updates for the 9 pairs

0.033 0.086 0.086 -0.001 0.037 0.072 0.001 0.015 0.049

# Variance of the spacing change between consecutive updates for the 9 pairs

0.380 0.642 0.736 0.092 0.429 1.000 0.083 0.378 0.573

#

# Exceedance statistics:

# Wake compare TauMin & TauMax are: 50 120

# Bad file counts (Wake Sensor, Spacing & Predicted Tau) : 0 0 0

# Number of all wake sensor files (Ina, lli, wll, total)

# Number with no AVOSS prediction (Ina, lli, wll, total)

# Number with invalid tau values (Ina, lli, wll, total)

# Number with invalid X or ACID (Ina, lli, wll, total)

# Number of valid wake files (Ina, lli, wll, total)

II0 164 77 351

26 41 35 102

12 93 34 139

2 6 0 8

70 24 8 102

#

# Four-line format for Combined and Individual Sensor Statistics:

# Number of soft buffers (total, positive, negative) & Class I, Class 2

# Number of hard buffers (total, positive, negative)

# Mean and std dev of all buffers (sec) then exceed mean (total, soft, hard)

# Maximum exceedance time (soft, hard)

#
# Combined Sensor Stats

II 8 3 91 0

0 0 0

34.3 40.1 22.3 22.3 9999.0

60.0 0.0

# Pulsed Lidar Stats

2 0 2 68 0

0 0 0

-31.5 40.3 31.5 31.5 9999.0

60.0 0.0

# CW Lidar Stats

1 0 1 23 0

0 0 0

-4.0 9999.0 4.0 4.0 9999.0

4.0 0.0

# Wind Line Stats

8 8 0 0 0

0 0 0

55.5 10.5 9999.0 9999.0 9999.0

0.0 0.0

#
# Exceedance Distribution

# Time Bin Soft: Ina lli wll Hard: Ina lli wll

0 - 5 1 1 0 0 0 0

5 - I0 0 0 0 0 0 0

I0 - 20 0 0 0 0 0 0

20 - 40 0 0 0 0 0 0

40 - 80 I 0 0 0 0 0

> 80 0 0 0 0 0 0

The final output file type discussed is a log of exceedance events. Whenever a negative residence time

buffer is computed a summary entry is written to this file. The purpose of the file is to provide an index to

events that merit additional analysis, or during field operations may merit immediate examination of
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weather sensor and wake sensor inputs to verify system health. The exceedance log file that corresponds to
the statistics file above is shown below. Each line provides date, GMT time, the aircraft identification, the

location of the prediction window involved, the wake sensor identification, the buffer type (soft or hard)
and the exceedance duration. Tlfis data allows rapid isolation of the particular weather data set, wake
prediction, and sensor file involved.

991201,172320, DCS, 1702, lna, soft, 60

991201,174811, B737, 1702, lna, soft, 3

991201,232112, B777, 84, lli, soft, 4
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Appendix D - Lab Notes

During the AVOSS development lab notes were kept as a Word document. A slightly condensed version of

those notes is provided in this appendix as additional insight into the development process and lessons

learned. The notes are provided in the order recorded, with minor grammatical cleanup and clarification of

terms. Some material has been omitted that was judged to be insignificant to understanding the system

evolution or confusing in light of later changes. In some cases this material is more fully explained in the

text of this report.

Dec 11, 1996:

The idea of AVOSS version 1 is to provide an end-to-end AVOSS system that will:

1. Force data specifications and interfaces of all required systems.

2. Act as a checklist, or discovery mechanism, to list all the areas of work and tasks required to

develop and operate an AVOSS. This knowledge will be incorporated in later version design,

add or re-prioritize research activities, or used in a SOW for a contract effort.

Provide the first data on the most critical factors and domains (for example decay at the

threshold) required for spacing reductions.

Provide the framework for testing enhanced predictor algorithms and weather systems.

.

4.

The mechanism for evaluating the uncertainty in wake behavior due to uncertainties in the weather

is currently simplistic. A brute force method of calling the predictor algorithm with mean weather,

mean plus n'sigma, and mean minus n'sigma will be used with no attempt to call with different

airplane weights or search for the worst case combination of conditions. This is a research area in
itself.

A different default separation matrix is needed at the runway threshold than at the outer marker,

since there are threshold separation requirements for Small following Large and Heavy. In this

implementation a default separation matrix will be placed in the parameter file. This matrix will be

the same for all windows except the threshold, or window 1. The compression algorithms will adjust

outer marker spacing if required to meet the threshold requirement.

February 28, 1997:

After a hiatus from AVOSS design, work resumed the week of Feb 24. Processes worked on

included the steps and order required to go from wake prediction time history to approach spacing,

and definitions of the diagnostics required from these calculations to assess system level

performance.

Definitions: Window spacing is the distance or time spacing required at any one window to meet

only the wake constraint at that window. Approach spacing is the distance or time spacing

required at the "spacing point", or outer marker in this case, to meet all the spacing constraints

along the approach. It takes into account the change in spacing of aircraft due to speed
differences.

The final output of the AVOSS (approach spacing) will include the distance needed to

accommodate space compression. Therefore, when producing the "default" spacing matrix the

output will contain some cells that are larger than the usually seen matrix. This can be partially

offset by producing an output of the distance-based window spacing at each window. This output

has not yet been written into the specifications.
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July1,1997:

AVOSSisbeingdescopedperprogramfundingcuts.Thechangeswillnotbereflectedinthe
Version1tobedeployedat DFWthisyear.ThechangesincludecalculationofCATEGORY
spacingratherthanaircrafttypespacing,useof demiseratherthandecaytothreshold.Small
categoryaircraftwillnotbegivenreducedspacingduetodemise.Wewillneedto modelfewer
aircrafttypes,onlyenoughto boundwakebehaviorineachcategory.

August19,1997:

GettingbackintoAVOSSdesignafteranotherlonggapforprojectmanagementtasks.Realization
aboutcurrentapproachtoestimatingconfidenceintervalsofwindowspacing:Weareonly
evaluatingmeanandmean+-N'sigmacrosswinds.It is possiblethatthiswillmissthemost
criticalcrosswindincasesoflightcrosswindandhighsigma.Forexample,ifthecrosswindis4
m/swithsigma= 3m/s,andweapply3sigmatothecalculation,thenwewillonlyevaluatewake
trajectoryfor-5m/s,+4,and+13m/s.Thiscouldleadto lowwindowspacingintervalsalthough
zerocrosswindis includedintheuncertaintyintervalandcouldleadtostalledwakes.

August22,1997:

Implementfixtoproblemnotedabove:Ifthemagnitudeof(N'StandardDeviation)isgreaterthanthe
meancrosswind,thenlateralwakedriftwillnotbeusedto reducespacing.Verticalmotionand
decaymaystillprovidereducedspacinginthiscase.

August25,1997:
FortreatmentofvariantsatDFW,treatthefollowingtypesasone:

B737,B73F,B73J,B73SwillallbeconsideredasonetypewithinAVOSS.Thedatafilelabels
theseasB737.

MD80,MD83,MD88,MD90willallbeconsideredasonetype. DatafileslabeltheseasMD80.

Sept13,1997:
CommentsfromDonnersuggestthatthepredictorcodeisusingtheassumptionthatwakeascent
rateis tiedto circulation,i.e.,signofcirculationcanreverse.Thismustbeinvestigatedand
removedfromthesystemiftrue.Therewouldbeobviousdangersfromasystemthatpredicted
circulationsignreversalwhensinkratestops.

November4,1997:
Thefollowingrepresenta summaryofdecisionsmaderegardingtheAVOSScoderewriteandother
post-deploymentactivities:

1. Goto aflatearthassumption.Thegroundelevationdoesnotdiffersignificantlyat DFWinthe
nearrunwayregion,anddoesnoteffectwakesatfarfromrunwaylocations.Simplifythe
parameterfile,datavolume,andinternallogicbyremovingallreferencestoelevationandusing
therunwayZ-axis for all altitude references. This would need to be changed in later versions of

AVOSS either for hilly terrain or if the airport density altitude needs to be considered.

2. The safety corridor will be standardized in terms of the distance from the runway where the floor

drops to the ground. Previously tying the location to the middle marker and outer marker adds

unnecessary survey issues and variations. The wake behavior and flight technical error also are

not effected by middle marker position. The "no floor" position will be set at the point where the
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glideslopereaches200feetZ,andtheapproachspacingwillbecomputedattheX locationof
theglideslopeintercept.

3. Lateralwakemotionwillnotbeallowedasaseparationreductionmechanismatdistancesfrom
runwaylargerthantheglideslopeintercept.Thisenablesthesamereducedspacingonthe
Iocalizerpriortoglideslopeintercept.

4. Thewakepredictionsandoutputmatriceswillnotincludesmallaircraft.Smallaircraft
distanceswillbeaddedaspartoftheexternalinterface.

5. WakecoordinatetransformationswillbemovedfromAVOSStothesensors.Infuture
deploymentsthewakefileswillgivewakelocationinrunwayaxis.Thisalsoimplieschangesto
thewakefileheader,to beresolved.

6. Difficultiesingettingreal-timeTKEandthermalprofileswillbecorrectedinstages.Since
thermalprofilesarenotexpectedto befirst-ordereffects,theAVOSSre-codewillmakean
assumptionofastandardatmosphericlapserate(stabilityTBD).AfixedTKEvalueorprofile
willalsobeprovided.Currentlywedonotknowthepreciseturbulentscalelengthto useasa
TKEinputto thepredictor,andFredexpectssignificantprogressonthisinthenext6months.
Hisresultswillbeaddedwhenavailable.

7. Simplifythecodeandaddfeaturesinsmallsteps.Thefirstrecodewillonlyprovidewake
basedseparationcriteria(nodefaultlimit)andwillusefixedTKE,thermalprofiles.Defaultmin
andmaximumseparationswillthenbeadded,aswilldiagnosticcalculations.

8. Awindowclass(C++)willbeadded.Theconstructorwillcomputethecorridordimensions.
Thissimplifiestheparameterfileandenablesdynamicwindowcreation.Althoughawindowwill
existattheglideslopeintercept,thepointoftheglideslopeinterceptitselfwillbethereference
pointforadjustingapproachtimes.

9. Changetheparameterfileandaircraftdatatometricunits.Reviewandcleanupunusedvalues.

November8,1997:
DiscussionswithTomDoyleyesterdayindicatedthatDFW,andafewotherairports,haveglide
slopeinterceptaltitudeswellabovethenominal1600feetorsoAGL.DFWuses5000feetMSL
(about4400feetor1340metersAGL)forrunway17Cwhenusingthetripleapproaches.This
impliestwothings:(1)theweathersystemanddisplaysneedtoreachanaltitudeofcloseto 1500
metersand(2)thecorridorneedssomeredefinition.Usingthecurrentcorridorfloorslopewill
producea largedistancebetweenglideslopeandthefloorattheselargedistances.Wemayneed
toallowthefloortodropbelowtheglideslopetosomemaximumdelta,andthenmaintainthis
offsetatlargerdistances.

Nov12,1997:
Investigationconductedtodetermineamethodofcombiningtransportanddecaytimesinto
separationarrays,consideringthenewcategory-basedspacing.Questionswere:
1. Doweneedtocarryeachaircrafttypethroughallthetimeanddistancearrays,orjustworst

casetransport(T)or transportanddecay(TD)timeforeachcategory?
2. Ifwegotousingminandmaxspeedsof eachcategory,doweneedto usebothminandmax

oronlyone?
Notethatsimplificationfroma20x20arrayshouldbepossible,sincedecaytimeisnolongera
functionofthefolloweraircrafttype.Theinvestigationdeterminedthefollowing:
1. Theworst-caseaircrafttypemaybedifferentat eachwindow.Ifweonlyusedtheworst-case

timeforacategory,andadifferentairplanehadaworst-casespeed,thefinalcalculationswould
beunnecessarilylarge.ThewakeTandTDtimemustbecarriedforeachgeneratortypeuntil
thefinalstepofdeterminingcategory-basedspacing.

2. Wecansimplifythefolloweraxisofthearrayto category,usingonlyworstcase(Vmax)
categoryspeedforadjustingwindowtimestoapproachtime(assumingthatnowindowsexist
outsidethe"SpacingPoint"wheretheapproachtimeiscalculated.

Inthismethodwedefinea "SpacingPoint".Allwindowtimesareadjustedtothispoint,andit is
notabsolutelyrequiredto havea windowatthispoint.Theadjustedtimesare;
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Tsp =Tm., + TT G -TT r

where subscript SP denotes Spacing Point, TWi n is time at a window, TT is Transit Time from the

Spacing Point to the Window, G denotes the generator aircraft and F the follower aircraft. The

values of TT are determined by the compression technique in use. For AVOSS 1.1 this is simply

the distance covered divided by the average speed, or:

(Xsp - Xwt.n ) (Xsp - Xwt.n )

= + er

In the case of a window between the runway and the Spacing Point, the only follower time required

is the Maximum Speed of all the aircraft in the specific follower category. If we only used one

generator speed then the minimum category speed would provide the most conservative Spacing
Point time.

In the case of a window beyond the spacing point, the most conservative time is provided by the

maximum generator speed and the minimum follower speed.

For AVOSS 1.1 windows outside the spacing point do not serve a function and will not be allowed.

Discussion with FAA & industry is required to determine the need for such windows and the desired

algorithms for using them.

Modify existing Approach and aircraft data classes as follows:

• Change the window XLoc test to disallow any windows at X > X of the spacing point).

• The "spacing point" will be the glide slope intercept point GS_IntX.

• Add a comment to the Approach code that changing the maximum window X limit also requires

changes to the compression code and a function to return minimum category speed. Add

similar comment to compression code that minimum follower speed needed if X is outside

spacing point.

• Add a member function to Acdata to return the maximum speed of any category.

December 8, 1997:

Current code written includes window and approach classes, a modification to Don's profile

generator code to allow linear interpolation of wind at any altitude, a mod to Don's aircraft data base

to return the Vmax of any aircraft category, and a WSeps class to compute time and distance

separations. All these currently run together with real-time DFW data.

Don and I are working to get the wake predictor code operational. It is currently linked but not being

called. It seems to run okay when called with the NWRA C driver code, after we removed the

commas from the input files. I will write a class based on the NWRA code to call the APA

predictor. By structuring this such that it passes the aircraft and weather data pointers rather than

discrete arguments, it should be easier to add additional predictor codes at a later time, i.e. have a

section of code to select the appropriate predictor, then call the appropriate predictor driver shell

that has access to all weather and aircraft data. Initial circulation strength is currently computed

from the aircraft data base speed, ignoring the difference between indicated and true airspeed.

December 15, 1997:

There is a need for more intelligent residence time calculation. Currently the lateral and vertical

transport times are kept separate until the last step. This is done in part to diagnose which factor

(lateral or vertical motion) is most effective in reducing spacing. Several problems can arise:

1. A wake may leave the corridor out of one boundary, then leave the other boundary at a later

time, then reenter the first boundary. An example would be a wake that sinks below the floor in
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.

3.

50 seconds, leaves the lateral boundary at 75 seconds, then bounces and reenters the vertical

limit at 90 seconds. The final residence time produced by the current method would either be

75 seconds or 9999, even though the wake has been continuously out of the corridor since 50
seconds.

If a circular or elliptical corridor cross section is devised then the lateral/vertical numbers lose

their meaning.

Currently the wake predictor track search engine returns 9999 for any Tau whose exit criteria is

only met in the last data time, or is never met in the file. This can cause unnecessary increase

in spacing when a predictor is run for 3 weather cases. For example the vertical transport time

may be valid for two weather conditions but 9999 for the third due to a different wake factor

causing the track to terminate before the wake sinks below the floor. In this case 9999 would

be returned at the wake transport time, and is overly conservative.

Consider replacing the lateral/vertical times with a residence time instead, or add left/right residence

as two additional values. This may be done in the next version of the AVOSS, but for this version

the lidar files should have two extra values added, Transport Port and Transport Starboard. This

would produce a line of 8, rather than 6, variables.

Times: Horizontal, Vertical, Transport, Demise for port then starboard.

December 16, 1997: Draft rules for derivation of the various wake residence time parameters, from

either wake sensor or predictor algorithm.

General: The times produced will represent the time at which the sensor or predictor data verifies

that the particular wake characteristic (i.e., demise, lateral motion, vertical motion, or overall

transport) meets the criteria for safe aircraft passage. The time should not represent the last time

at which the wake could be sensed or quantified. For example, if demise is defined as an observed

circulation of 90 meters squared/second, the predictor and sensor demise values will reflect the

time at which the wake is observed at a strength below 90. Failure to observe the wake at all

cannot be construed as meeting the demise value. This position may be altered in later versions, if

adequate sensor or predictor validation demonstrates acceptable probability of detection. When a

particular wake characteristic cannot be quantified then the returned time should be 9999.

The wake predictor currently in use provides time histories of wake motion and strength. The

returned time values for transport or demise represent the latest time at which the predictor places

the wake position or strength outside the safety region. If the wake track has no data points

outside the safety region, or only the last point in the file is outside the safety region, then 9999 is

returned as the time value. At least two points outside the safety region are required. If the wake
reenters the corridor the first exit will not be returned. The final time value will reflect the last exit

from the corridor.

The algorithms used by the predictor code and the wake sensors to determine these times from

wake tracks will differ primarily in the need to handle noisy data. Predictor algorithms in general will

provide smooth wake tracks, while sensor data will provide sensor position plus measurement
variance.

Demise Time: A value (WLIMIT) of observed circulation that represents wake demise will be

provided. This value will generally be in the range of 50 to 90 meters squared/second during the

AVOSS program. The wake predictor will return 9999 for demise time if the prediction run

terminates prior to two data points being below WLIMIT. If at least two data points are below

WLIMIT in strength, the first time that the wake is below this strength will be returned.

The wake sensor data should be processed similarly, except that, for this program, the strength

data may be smoothed prior to the WLIMIT test, or other sensor specific processes may be

employed to best estimate when the demise has occurred. In the case where a wake track is lost
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priortostrengthreachingtheWLIMITvalue,extrapolationmaybeusedprovidedthefollowing
conditionsaremet:
1. Aqualitywaketrackhasbeenmaintainedat leastXsecondspriortowakeloss.
2. ThewakecirculationstrengthwasnohigherthanY meterssquared/secondpriorto trackloss.
3. TheextrapolateddemisetimeisnotmorethanZ seconds after track loss.

4. Suggested values of X, Y, Z: 15 seconds, 110 m^2/s, 10 seconds.

The intent is to provide a demise time value when the sensor data almost tracks the wake to

demise, but limit the degree of extrapolation allowed. Each sensor team must document the

method used to filter data and provide demise times for later transfer to FAA, ATA, ALPA groups.

Lateral Transport Time: A value of Ylim is used to describe the lateral extent, from runway

centerline, of the safety corridor. This value ranges from about 45 meters at the runway to over 200

meters near the outer marker. The predictor algorithm will return a lateral transport time of 9999 if

the wake is still less than Ylim from centerline at the end of the track, or if it exits only at the last

data point. The wake sensor data should perform similarly. If the wake track persists until the

wake has left the corridor (at least two data points), return the first time that the wake leaves (and

stays out of) the corridor. In the presence of noisy data, sensor specific track filtering may be

employed, or a process whereby at most one point reenters the corridor after exit can be used. The

process must be documented for description to industry groups. If the track is lost prior to corridor

exit, return 9999.

Vertical Transport Time: A value of Zlim is used to define the Z coordinate of the safety corridor

floor. This value is zero near the runway, preventing separation reduction due to vertical transport.

The predictor and the wake sensors should process this data in the same manner as the lateral

transport, that is return 9999 if safety corridor floor exit cannot be shown, and return the time of the

final corridor exit if that time can be determined. The wake sensors may perform filtering of noisy
data.

Transport Time: Due to the ability of wakes to depart and reenter corridor vertical or lateral limits,

simple processing of lateral and vertical wake motion times may produce overly conservative

residence time values. An example is a wake that sinks below the floor at 50 seconds, exits the

lateral wall at 70 seconds, then bounces and reenters the vertical boundary at 75 seconds, while

still outside the lateral boundary. In this case the vertical transport time would be reported as 9999

(assuming the wake never sank below the floor a second time) and the lateral time would be

reported as 70 seconds. Combining the two values would produce a residence time of 70, although

the corridor was free of the wake at 50 seconds. A test that uses lateral position OR vertical

position to derive an overall transport time will also be applied. The same rules for returning 9999 in

the absence of confirmation of corridor exit and treatment of noisy data will be followed.

January 28, 1998:

Examination of first runs of AVOSS in early January indicated that the predicted spacing is rarely

less than today's standards. This was particularly true for any aircraft following a large generator.

Likely reasons:

1. The Lincoln Profile Generator continues to provide a standard deviation "bloom" at about 50 to

60 meters. The large standard deviation combined with low cross wind will disable the use of

wake lateral transport. This is likely a major cause since windows 0 and 1 frequently showed

very small required spacing (less than 1 mile) while window 2 usually showed a much large

requirement. Window 2 is at x=843 meters which gives a glide slope height of 60 meters,

which is the altitude of the standard deviation bloom. Lincoln sent an email on 1/27/98 saying

that a bug in the PG code was just corrected and should fix the bloom. We have not had time

to evaluate the change.
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2. ThelargecategorycontainstheATR-72.Thewakefromthisaircraftwillhaveasmallsinkrate
comparedtotheotherlargeaircraft.Thisraisesthequestionastowhetherthisaircraftshould
bea constrainingfactorforthesmallcommuters.

3. Thewakepredictorcodeisnotyethighlyvalidatedoraccurateingroundeffect.Notallfactors
aremodeledyet(shears,formationofwakesingroundeffect..).

4. Thefilesexaminedwereproducedbyearlycodethatdoesnotreadtheparameterfile. Thereis
a littleuncertaintyastowhetherwewererunningcorridoroption1or2. Theoutputfileheaders
say1 but2 wasintended.

February19,1998:
Performedexaminationandverification(byhandcalculation)ofsystemoutputsusingtheprofile
atmpro_17C.980213_134255.Verificationconsistedoftakingtherawwaketrackoutputs,manually
determiningtransportanddecaytimesat eachwindowforeachaircraft,manuallycomputing
windowspacingandapproachspacingusingtheaircraftdatabaseandprofileheadwinds.All
checkedvalueswerecorrect(spotcheckofspacingmatrixelements,includingallfollowersbehind
B757andheavyforTransport& Demiseandallfollowersbehindlargeand757fortransport.

Observations:
1. TheFortranAPAroutinedidnotcomputeawaketrackatallfortheAT72,leadingto 9999tau

valuesforthelargegenerator.Wakesgeneratedlowalwaysseemedtolevelatexactly15.00
metersaltitudewithnobounceoroscillation.Why?

2. WhiletheB747hadtheworstcasewakedemisetime,whenadjustedbacktothespacing
pointtheEA34createdtheworstcaseapproachspacing.Thedifferenceintimewasabout16
seconds,orabout0.6miles.Thedifferencewasduetothelowerassumedapproachspeedof
theEA34andthefactthatthelimitingwindowwasneartherunway.Morespaceisthen
requiredbehindthisairplaneatthespacingpoint.Thisimplieswecannotsimplymodelthe
demiseoftheworstcasegeneratorintheAVOSSsystem,aspreviouslyassumed.The
interplayofwakebehaviorandaircraftoperationsproceduresmaycreatea differentworst-case
airplane.

3. Thesignofthecrosswindchangeswithaltitudeinthisprofile.Thisimpliesthepossibilityof
predictinglowtransporttimesatseveralwindows,andnotcatchinga largetransporttimeata
location(altitude)betweenthewindowswherethewindis lighter.Potentialsolution:Onlyuse
verticalwakesinkingabovesomeminimalaltitudesuchas150to200meters,andeitherusea
densewindowstructureorcreatea specialwindowif a lowcrosswindconditionisdetected.
Wakesinktimewasalwayslessthan50secondsinthiscase(atwindowswheresinkwas
possible).Doesthisalsoargueforsimplifyingthesystemtoonlyusingwakesinkanddemise
(notlateralmotion)abovesomelowaltitude,withasafetysystemtodetectconditionsthatwill
arrestthesinkrate?

5. Window2 (843meters)alwaysfailedto providereducedspacinginthisrun.Thecrosswind
wasonly0.5m/s,variancewas0.46,andthereisnocorridorfloor.

.

The predictive algorithms are not yet sophisticated enough to detect situations that will prevent

normal wake sinking.

March 24, 1998: Development in moving the residence time calculation function to the sensors:

RTI found that in some cases the wakes are generated outside the safety corridor in VMC

conditions. The logic they will implement is that if a wake pair is generated outside and drifts in -

apply normal rules to exit time. If the wakes never enter the corridor, use 9999 for the time. This

raises the issue of revalidating prior aircraft Iocalizer tracking statistics in IMC conditions, and

perhaps verifying the safety corridor size in VMC to reflect the larger dispersion.

March 25, 1998: Dave Burnham advised that additional fields may be required at the end of each

residence time line in the wind line wake files. In some cases the wind line may not detect wakes

until AFTER they have left the corridor lateral limits, due to the requirement that wakes settle into
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theproximityofthearraybeforetheyaredetected.Iftheysimplyreportthefirsttimethewakesare
detectedoutsidethearray,theymaygreatlyoverestimatewakeresidencetime.

April17,1998:Weareworkingtheissueof introducingthe"mostappropriate"turbulencedatainto
theAPApredictoralgorithmforreal-timeAVOSS,tobeuseduntilmoreis learnedaboutturbulence.
Lessons:
• TheAPApredictorturbulenceinput"q"shouldbeSqrt(2*TKE).NWRAusesthe1-minuteTKE

averageatthetowertop.
• NWRAhasalteredgain3 intheGreeneequationtobe0.41,ratherthantheoriginal0.8199.

Theysayitprovidesbettercorrelationtodata.Fred/Sarpkayaareunsure.
• DonBagwelliscreatingcodetotakethetowertopTKEandloadtheQDATAfilewithq. The

issueis- grabthelastoneminuteTKE,createarunningaverageofthelast151-minute
averages,orother?

Noneoftheseisactuallyimplementedatthistimeinthereal-timecode.

April17,1998:
ThelidarwakefilesreceivedfromRTIdonotfullycomplywiththefilespecifications.These
problemswerediscoveredbyMetin:
1. ThescanplaneXvaluesgiveninthefilesdonotcorrespondtoAVOSS-definedwindows.The

explanationfromRTIisthattheyhadto tweakthescanazimuthtoavoidpoles,trees,etc.
WhywasthisnotcommunicatedtoAVOSSwhileinthefieldinSeptemberandhowdowe
preventfuturemisunderstandings?

2. Morethanonewaketrackinagivenfileattimes.
3. BeacontimesprovidedbyRTIdonotagreewithbeacontimesprovidedbyLincolnforagiven

window.MetinwilluseLincolntimes.

April24,1998:
MorediscussionwithLincoln/RTI/Metin:Theeventcorrelationprocessonlytagsfileswithaircraft
typeiftheestimatedpassagetimeiswithin30secondsoftheATCradarbeacontime.Thiswas
firstdiscoveredwiththeVolpewindlinewhenitwasbroughtbackonlineandLincolnwasnot
taggingthefileswithaircrafttype. Fordeploymentweneed:
1. Positiveassuranceofcoordinatedclocks,at allsensorsandITWSnetwork,wakenetworkand

CTASnetwork.
2. Automatedprocessto openfilesandnotifyus ifaircrafttaggingisnottakingplace.
3. Investigatemorepositivemeansofdeterminingaircraftpassagetimeatthesensors.

Note: The event correlation process uses A TC radar beacon data to determine aircraft passage

time at each wake sensor scan plane. The sensor provides an estimated aircraft passage time

which may be in error, Le., the sensor may not detect the aircraft until the wake is first detected 10

or more seconds after passage. The event correlation process examines the sensor-estimated

passage time and the A TC data derived time and then corrects the wake file residence time values

and wake time history data time tags.

May 3, 98:

Two issues have surfaced that will need attention in the system validation or test-bed phase:

1. Currently the system will not allow lateral wake drift to reduce spacing if the cross wind

standard deviation exceeds the mean. Donner pointed out that it might be possible for lateral

drift to be used if the standard deviation is set to zero (for example in parametric runs with

canned data) and the cross wind is very low or zero. This is not an issue in real-time

operations with the current system, as the standard deviation is always substantial. In the test-

bed there may be another test required, to prevent spacing reduction if the port/starboard wakes

are predicted to go out opposite sides of the corridor. In parametric tests, we need to make
sure that some small standard deviation is included.
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. The NWRA predictor uses the (false) assumption that any wake that has stopped sinking has

also gone to zero circulation. Sarpkaya pointed out the danger of this assumption. NWRA

replied that they intentionally make use of this assumption since, in their words, wakes are not

observed to last long once the sink rate is arrested. This comes into the predictor via the

stratification term. This assumption must be revisited in the test-bed, and proper predictions

taken to maintain safety.

May 26, 1998:

The APA code has recently been revised per instructions from NWRA to improve stability and

switching from one phase to another.

A quick sensitivity study to the Demise Definition was conducted today, using the canned QDATA

then q = 0.50, 0.90, and 1.20 at all altitudes. These values were estimated from TKE plots from

Memphis (q = sqrt(2*TKE)). Night smooth air provides TKE about 0.10 and the highest "eyeball

average" in the day is about 0.7. This provides the q limits of 0.5 and 1.2. At any one q value, the

sensitivity of separation to demise values was less than expected (to be quantified later). One

problem resurfaced: The NWRA APA code seems to be terminating prematurely due to sink rate

approaching zero, with circulation still high. For a B747 with q = 1.2 the wake track stopped at 61
seconds with circulation = 187 and altitude stalled at 26 meters.

A very interesting observation was seen at q = 1.2. In this case the following distance of a large or

heavy, behind a B-757, was less than the following distance behind a Large. This turned out to be

due to wake sink rate. The B-757 produced a wake that sank below the corridor floor quickly,

before the demise value was reached. At 70 to 80 m^2/s the distances behind the B757 and large

were similar. At larger values of demise the separation for large generators was less than the B757.

At low demise values much more distance had to be allowed for large generators than for B757

generators.

Approximate sensitivity of separation distance to demise value, using demise interval 50 to 90:

At q = 0.50 slope is 0.14 to 0.18 nm per 10 m^2/sec of circulation.

At q = 0.90 slope is 0.08 to 0.18 nm per 10. The 0.18 was heavy behind large. If we only include

the classes that matter, the slopes were about 0.09 nm per 10.

At q = 1.2 slope is significant for large generators, about 0.24 nm per 10 m^2/sec. For B757

generators it is very low, about 0.07 nm per 10. Cannot assess slope for heavy generators due to

premature APA termination, before demise.

June 11, 1998:

Tests a few weeks ago showed that the predictor was terminating too early (60 seconds) for some

aircraft in ground effect. NWRA provided constant changes to prevent phase termination (moved

from a 60 second limit to a 120 second limit) and this was implemented by CSC. CSC delivered

yesterday AVOSS Version 1.6, which includes spacing limited to minimum threshold and maximum
values.

In preparation for AVOSS sensitivity runs, and to document the potential temperature feature Vs

sensible temperature, the following was provided by NWRA:

"The algorithm accepts both sensible (in deg C) and potential temperature (in deg K). If the first

line of the TDA TA file is > O, then sensible in assumed; if the first line is < O, then potential is

assumed. Note that the first line is a single number, NDA TA, which gives the number of following

points in the profile. In the case NDA TA < O, the algorithm reverses the sign and goes into the

potential temperature mode."
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12/9/98:Casestudy1(seezipfile). Whiletryingto duplicateaJFK3runlocally(weatherfilefor
981021_164808)onthePC,Ifounda casewheretheresultswereidenticaltothefielddata,except
forthesmallfollowinglarge.Thefielddataproduced2.91nmwhileAVOSSproduced4.31nmwith
defaultwindows,and2.91nmwiththeextrawindowaddedat642meters.TheinputfilesandEXE
filewerezippedintoLabbook_Casel.zip.I amusingversion1.62withthenewflags(disable
verticalor lateral)off.

12/14/98:Foundtwobugs.OneinWSEPSwillcausea "9999"windowresidencetimeto be
overwrittenwitha lowervalue,onlyifawindowhasbeenaddedafterthedefaultset,andatleast
onedefaultwindowproduces9999,andtheaddedwindowhasa lowertime.Thiserroroccursin
thecodethatfindsthemaximumofallwindowadjustedresidencetimesfortheapproach.Thisbug
doesnoteffectanyoftheDFWdataaswehaveonlyusedthedefaultwindowstheretothisdate.

Asecondbugis inthespacinglimitingcode.Itcomputeslimitapproachspacingfromtheminand
maxwindowspacingateachwindow,thenusestheseapproachlimitsto limitthecomputed
approachtimespacing.Inthecaseof reducedspacingatwindowsneartherunwaybutlarge
spacingat someotherwindow,thiscalculationtendsto useFAAdefaultspacing(i.e.,4 nm)rather
thantheactualrequiredthresholdspacing(i.e.,2.5nm)andproduceslargerapproachspacingthan
itshould.ThismakestheAVOSSperformanceto dateconservative,astheerrorwillalways
produceanapproachspacingthatisequaltoor largerthanneeded.Softwarerequest9Acorrects
thiserroranddeliverscodeversion1.7.

December20,1998:
AnothernumericissuewithAPA: I founda situationwhereI couldfindnocrosswindvaluethat
producedaspacingforsmallfollowersotherthan2.5or4 atwindow0. Atonepointchangingthe
crosswindby0.1m/scausedthespacingtojumpbetweenlowerandupperlimit.Examinationof
residencetimeoutputsandwaketracksshowedthatthewakesof somelargeaircraftwere
decayingtozeroatalmosttheexactsametimeofleavingthecorridor.SincetheAPAalgorithm
stopswhenthecirculationgetstozero,a verytinychangeininputscausedthewakepredictorto
eitherclearthecorridorinabout54seconds,andgive2.5nm,ordecaywhilestillinthecorridor,
andgive4.0nm. Forproductionweneeda predictorthatcancarrythemotionoutfartherintime,
regardlessofstrength,orweneedtogetawayfromexplicitequationsofmotionsuchasthisand
predictdriftorotherfactorsseparatelyasfaraspossible.CanNWRAmodifythecodesuchthat
lateraldriftofthewakeismodeledouttoatleast90seconds,evenifthecirculationgoesto zero?

December23,1998:
Potentialthirdcorridoroption:Rationale- shapethefloorsuchthatthetransitionpoint(Xt),where
thefloorstepsfromZ = 0 to Z = K, is such that the initial floor height completely removes ground

effects on the wake drift, sink, and decay rates. This offers the potential to apply simpler predictors

beyond Xt, or to apply default behavior with subsystems that look for exceptions (shears, strong

inversions, etc.). Per discussion with Fred, a conservative altitude, above which ground effect is a

non-issue, is 1.5 or 2*span. The largest span is 65 meters for a B747-400. Determine the Xt and

floor height and clearance (FP_Z - Zlim) for the following conditions:

1. The floor is at the bottom of the glide slope limits for a typical 1.4 degree wide, 3 degree glide

slope that intersects the runway at X = -305 meters (0.7 degrees below glide slope)

2. K values (floor height at Xt) of 65m, 100m, 130m (1, 1.5, and 2 * span)

Set K = (Xt + 305)tan(2.3 degrees). Then FP_Z is (Xt + 305)tan(3)

K Xt, meters Xt nm FP Z FP Z-K Ylim*

65 1313 0.7 85 20 51.7

100 2185 1.2 130 30 62.8

130 2932 1.6 170 40 72.2
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NotethatYlimisbasedonthecurrentcorridorlateralshape,whichisdefinedwithXt=843.A new
floorordefinitionofXtmayrequirerevisitofthepointwherethelateralcorridorbeginstowiden.
EachoftheseoptionsprovideswakeclearanceatXtifthefollowingaircraftis full-scalelowonthe
glideslopeandthewakeisbelowthefloor,butonlywiththecoreofthewake.Someinfluencemay
stillbefelt. Giventhattypicalsinkratesare1to 1.5m/sandrunwayoccupancytimeisabout50,
a largerinitialfloorheightisappropriatetoallowforleadaircraftflighttechnicalerrorandprovidea
greaterbufferwiththewake,withoutsacrificingperformance.Thereforeasuggestedinitialfloor
shapeisto setK= 130meters.Thetradeoffisthatthe laterallimitsaregettingwider,andvertical
motionisbeingignoredinsidetheXtpoint.Thismaycreatea bottleneckinthealtituderegionof
about60to 130meters,whereverticalmotionis ignored,decayisnotbeingspedupbyground
effects,anddriftis lesseffectiveduetowidelaterallimits.ThisarguestoselectKof65to 100
meters.

1. Considerafloordefinitionthatprovidethefollowinginputs:
2. Glideslopeintercepton runwayandangularlimits.
3. K
4. Minimumvalueof(FP_Z- Zlim).

5. Altitude of initial glide slope intercept.

6. Floor distance below FP_Z at glide slope intercept.

The algorithm then computes Xt, and Zlim at any X location.

January 8, 1999:

Will need more thought on corridor reshape noted above due to:

1. Fred Proctor's AIAA paper suggesting ground effects may extend up to 3 spans

2. Realization that ignoring sink up to high altitude will create a wide corridor at that point,

requiring substantial cross wind. In other words this could create a region on the approach

where ground effects are not expediting decay, where wake sink is ignored, and a substantial

cross wind is required due to a wide corridor.

3. Current project reassessment leading to the conclusion that this type of optimization may need
to wait for the follow-on due to limited resources.

Version 1.7 was delivered today and checks against hand calculations.

2/17/99: Reviewing predict.cpp code for NWRA and revisited the test to skip rerun of APA (runs

with mean plus & minus N'Standard Deviation wind). One condition for skipping is that the

horizontal transport time of both wakes is greater than the vertical times for those wakes. The

premise is that, since the rerun will not change the vertical time with this predictor algorithm, and

can only increase the horizontal time, there is no need to rerun. This test must be removed if a

predictor is implemented that varies the wake sink rates between the different weather conditions,

i.e., shear terms.

2/18/99: Steve Riddick has found that there is a positive spike in throughput as cross wind is varied

and TKE = 0 in his batch sensitivity runs. The spike used to occur at zero cross wind, due to

wakes drifting out both sides of the corridor, and the fact that the batch runs can use identically

zero mean and standard deviation. I modified his batch code to ignore wake drift if cross wind

magnitude is less than 1 m/s. Now he sees the spike at 4 m/s cross wind if standard deviation is 4

m/s, and at 2 m/s if standard deviation is at 2 m/s. Throughput increase is zero as the wind

increases to the value causing the spike, the throughput increase then jumps to about 6% when

mean = standard deviation, then drops again to a low value (cannot see that point on the contour

plot) for about 1 wind mean value, then increases rapidly to > 10%.

Tentative diagnosis: The test that determines if lateral drift should be disabled consists of

multiplying the mean by the (mean + standard deviation) and testing for the product < 0. The test is
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repeatedformean*(mean-standarddeviation).Ifeithertestistruethenlateraldriftisdisabled.In
thiscasethemeanandthestandarddeviationcanbeidentical,thereforetheproducte_.qualszero
(fails<0test)andlateraldriftisenabled.Atthiswindcondition,allthreecrosswindvaluesrun
throughAPAproducesignificantwakedrift,eitherduetostrongwindorduetozerowind. Inother
words,theuncertaintytechniquebeingusedfailstofindtheworstcasedriftinthissituation.

To_erifydiagnosis:
1. Runthesecaseswiththeunmodifiedversion1.7software.Theresultsshouldbethesameat

thesewind/standarddeviationvalues.
2. Examinetheresidencetimeoutputfilesatthewindvaluecausingthepeakandthefirstwind

valueeachsideofthepeak.Atthepeakwindvaluethelow-altitudehorizontalresidencetimes
shouldbelow(onorderof60seconds)whileatthewindvalueseachsideofpeakthesame
valuesshouldbehigh(greaterthan80secondsor9999).

3. Thebesttestwouldbetofindtheaircraftexhibitingthecharacteristicin (2)andthenexamine
thewaketrajectoryfiles.Atthewindvaluecausingthepeakthroughputthewakeshouldbe
observeddriftingoutoppositecorridorwalls.

April8, 1999:
Softwareupgradeswillberequestedtofixseveralsmallissues:
• Fixthewindmean/standarddeviationtestnotedabove.
• UsetheabsolutevalueofthelinecountinTDATAfiles,sincethenowcastusesnegativevalues

tosignifypotentialtemperature.
• RepairAPAtousetemperatureinKelvin
• Removeoldlinesfrompredict.hpp(//#definefornzmaxandntmmax)
• CorrectAsearchbug,changearrayindexfrom6to 8forresetof9999values.

April13,1999:
NOTICED: that the computed demise time of the right wake is sometimes equal to the last time in

the wake track file. even when that strength is above the demise definition!!!

Found bug, when the Asearch function in Predict.cpp was modified to include a separate demise

value for validation, an array index to rest Tau array values to 9999 was not changed from 6 to 8.

Therefore the last two values (right demise and demise validation) was set to the last time in the file

as long as the number of points (ntm) was above the threshold for doing the residence time search.

Added to list of changes above.

4/14/1999:

Also found that the Asearch logic will return 9999 for a time value if the demise or residence

threshold is already satisfied in the initial condition. This only surfaces for the validation demise

definition for the ATR-72. The initial strength is about 121 and the validation threshold was set to

150, the validation time produced is 9999 while the actual demise is at a less time.

4/21/1999:

An AVOSS design meeting was held with the NASA lidar team on 4/21/99. An update meeting was

held on May 3.

Decisions:

1. We will keep the nowcast weather system and the observed weather system isolated from each

other in this build. No link from nowcast to thermal profile.
2. We will not send ATC beacon data to the NASA lidar

3. We will not pursue new hardware for the lidar, i.e., laser range finders to detect aircraft

passage.
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.

There will be no 3rd corridor option during the TAP program. Therefore the third line of

residence time values in the wake data file may be used for other data. These values must be

integer.

Two methods of computing demise time will be implemented. Method one is the current

process of providing the elapsed time at which the wake was observed below the demise value.

Method two provides a single demise time for both wakes, and is defined as the elapsed time at

which the corridor does not contain any wake above the background ambient turbulence level.

The threshold for ambient turbulence and the demise value will be provided on the third
residence time line in the wake files.

The following items are potential add-ins to the wake file, all could go on the 3rd residence time line

(as integers):

1. A value to indicate if the sensor-provided pass_time1 is accurate enough that the event

correlation process should not be used to adjust aircraft passage time in the file.

2. One or two values to indicate the sensor detection threshold, and whether the threshold is

driven by ambient turbulence or lidar performance (i.e., lack of signal return)
3. A word to indicate that the wakes of more than one aircraft are in the corridor at the same time

and cannot be separated.

4. A quality word to indicate that the data is considered poor or unreliable for some reason

(suggest using zero for good data, and non-zero for bad. This lets us define different values to

indicate the reason, i.e., error numbers.

5. Demise time defined by absence of detectable wake in the corridor, as defined by the threshold

provided by item 2.

Thoughts on variable demise value:

1. Requires QA or probability of detection values to ensure that the wake really is not there when
it's not observed.

2. In very calm air the threshold could go down near 50. Is this over-conservative? Would we want

to make it equal to ambient turbulence with a floor of about 70 to 90?

3. Does AVOSS need to know the value? AVOSS could make the demise value dependent on

wind or EDR. We could also keep 90, knowing that strong winds will cause rapid decay and

reduce the sensitivity to the demise value, while low turbulence will cause such a long lasting

wake that the value does not matter. The latter assumption may not be true in all

environments, that is, AVOSS may produce a decay to 90 that reduces spacing, while the

wake may be observable to 70 for a longer period.

As part of the quality assurance, can the lidar continuously, between tracks, provide automatic

gain control and verify detection as the threshold is lowered?

.

4/22/99: Draft QA information for real-time system:

This is a set of draft suggestions for the QA status content to be provided in the next AVOSS

version. The ground rules for a status bit are:

1. The information relates to the quality or confidence of the wake predictions and spacing

predictions provided by AVOSS.

2. The information is readily determined by each subsystem (wind, thermal, turbulence).

The format for packing QA status and placing it in the data files is TBD. This is a draft for the

information content only. Please look this over and let me know if it makes sense from your

subsystem perspective. Should any items be removed, added, or modified? (NOTE: remainder of

email message with proposed flag definitions is removed. See current ICD for implemented flag

definitions.)

4/28/99:

Steve Riddick proposed the following cross wind lockout logic for preventing wake drift use in light
cross wind:
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Todetectoccurrenceoftheregionmean-standarddeviationtomean+standarddeviationoverlapping
theregion-minto +min(i.e.whereminisa minimumallowablecrosswindsuchas1m/s),use:

((mean- standarddeviation)<=min)AND((mean+standarddeviation)>=-min))

If theresultistruethensetSigtest= 1

Thisworks.Question:Islockoutofthewakedriftwhenthe(mean- standarddeviation)isbelow1
toorestrictive,whentheuncertaintyincludesensornoiseaswellastheactualwindstandard
deviation?Example:crosswindmean4 m/swith3m/suncertainty?

Decision:Flagthisasasafetyissueto beaddressedintheAVOSSfollow-onwithindustryinput.
Fornow,assumethatthelateraldriftisdisabledifSteve'stestistrue,butuseavalueofmincloser
tozero.Thevaluewillbedefinedinthecodeasa variableandchangeableatcompiletime.The
initialsettingofthisvaluewillbe0.5m/s. (Note:Thecrosswindlockoutthresholdwassetto 1.0
m/s).

Rationale,NotesonEDATAFormats

Notefrom5/24/99:A discussionwasheldbetweenDaveHintonandTimDaseyon5/24/99
regardingthetowerfluxfileandEDRdata.Summary:

. The current Lincoln AWAS process determines wind standard deviation using a 30-minute

standard deviation of 1-minute wind means. The current fluxpac process uses a 30-minute

variance of the 10 Hz data to compute TKE. The latter is believed to be anywhere from 0 to

50% larger than the AWAS process, with little difference on sunny summer days and large

differences in mechanically generated turbulence on stratiform cloud days. Lincoln may look at

some data to determine the magnitude of the differences.

. The AVOSS has no real need for 5 or 15 minute averages or variances, nor for 5-minute file

updates. The 15-minute average is a hold-over from the first average period used and the 5-

minute update a hold-over from the fact that the AWAS has been processed at that interval.

Reconsider, for AVOSS, only seeing the 30-minute updates with only 30-minute period values.

Include both versions of TKE in this file, standard deviation from 30 1-minute wind values and
TKE from 30 minutes of 10 Hz data.

3. The scientific data format can remain as-is or changed to add new variables. This data can

continue to arrive at 1-minute updates while 30 minutes are provided to AVOSS.

4. The 3 and 10 meter savpac data is also needed within AVOSS at 30 minute updates to support

EDR profile data. The NCSU/NWRA EDR profile code will run within AVOSS.

. I need to check with Don or Sarpkaya/Proctor to resolve:

(a) Should we remove the start time and stop time fields from the fluxpac files, since they

are not really used, or keep them to prevent changes to file readers?

(b) If Sarpkaya and/or NWRA derive a relationship between EDR and TKE that affects

wake sink motion, which wind standard deviation do they need (30-minute average of 1-

minute winds or true TKE based on 10 Hz data)?

. The current Lincoln system timing is such that the AWAS and other files (flux, savpac) will

generally become available on the hour and half-hour, plus a few seconds for processing and

writing, say at 30:30 past the hour.
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Noteson5/25/99:
1. Sarpkayarepliedandsuggestedthathewouldliketoseea30-minutecourseTKEcalculated

fromanaverageof6,5-minuteTKEvalues.Hewouldcomparethattoa30-minuteEDR.
2. Consideration:PlottingofsensordataVsAWASprofilesmayrequiregettingthe5-minuteor1-

minutetowerwinddataevery5or1minute.TheAWASfilehowever,isonlyrequiredevery30
minutes.

Noteson5/26/99:
SarpkayaindictedinterestinTKE_fineonlyandMikeKaplan(nowcast)canprovideTKE_course
only.WewilldroptheTKE_coursefromthefluxfile. ItcanbesynthesizedlaterfromtheAWAS
profile,sincetheUandV variancewillbecontainedthere.I alsodecidedto splitthetwocompeting
timeaveragedataintotwofileversionsoffluxandsavpac,oneat5andoneat30minutes,andhave
themwrittentotwodifferentfolders.TimandDonconcurred.

TheU,V,Wwindcomponentsthatareprovidedat 5-minuteperiodsareusedfordisplayand
comparisonofsensordatawithAWASprofiles.Thedataprovidedat30-minuteperiodsareusedin
AVOSSwakepredictions.Onlytheupdatesonthehourandhalf-hourareusedforwake
predictions.

.....EndEDATAformatnotes.......

6/8/99:
Notesforfutureenhancements:

AIZak suggested using rain data to determine how to treat the radar profiler RASS data. He is

seeing thermal biases due to rain and can select a different RASS set in these conditions to get

better thermal profiles. Resources do not allow this level of maturity for the demo system, but

detailed consideration of all sensor QA issues needs to be revisited for follow on deployments. For

this demo we will understand that rain, thunderstorms, etc may contaminate sensors.

6/15/99: Note for future enhancements to software:

Currently the disable of drift or sink or demise for spacing reductions is applied at all altitudes. This

should be made an altitude-dependent feature, perhaps by making it a property of each window.

Parameter file flags could alter all windows, or weather QA and other considerations within the code
could set individual windows. In other words: make weather QA a function of altitude and make

ability to disable lateral, vertical, or demise a function of altitude.

Rewrite the WSEPS function to pass disable flags to it, rather than altering residence time values

prior to WSEPS. This would allow more modular programming. Once the residence time array is

calculated then WSEPS could be called as many times are required to get full-feature spacing,

default spacing, or selectively disable wake factors. In this case WSEPS should probably pass a

single spacing matrix back to the program, and write a spacing file for each call with both window

and approach spacing values.

BETTER YET: Currently the ability to disable one wake factor by resetting the appropriate Tau

value to 9999 is distributed between predict.cpp and wseps.cpp. Strip these functions out of those

modules and write a "policy.cpp" module that sits between predict and wseps. After this change

the predict module would ONLY provide residence time based on wake motion and corridor

geometry, the policy module would examine those arrays and any weather QA data to reset or

condition times, and wseps would use these to compute spacing. It may still be necessary to pass

a category specific demise definition or disable demise to allow the small aircraft special case.

Also, the "wide" window at the top of the approach would be a "policy" implementation and the
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windowsthemselveswouldnotgetwiderthere.These changes will NOT be made for the
demonstration Version 2 due to time and resources available. We will live with the current

distributed logic.

8/23/99:

AVOSS V1.7 uses disable_vert and lateral flags in predict.cpp to condition the residence time

arrays, while demise lock out for small aircraft is hardwired in wseps. This V1.7 technique means

that Pred_Tau contains times based on lockout of wake factors (actual wake motion time is lost).

This is acceptable but implies that if sensor observed times are compared, and if motion is disabled

in the prediction, then the prediction error (buffer) statistics will be biased. This is not a major factor

in 2000 since the demo will use all wake factors, and batch studies do not have the real-time

sensors data to compare to. For enhanced flexibility in the future, suggest removing disable's from

predict and placing in Wseps.

October 7, 1999:

Noticed another challenge in automated comparisons of predicted and observed residence time, due

to process of taking the maximum of left or right wake as the pair residence time. Assume

Left Right wake

predicted lateral times are: 50 sec 9999 sec
and observed are: 9999 90 sec

Both agree - the left wake drifts rapidly and the right wake hangs around. If a comparison process

were to compare the 50 sec prediction with the 90 second observation though, we would

inadvertently get an exceedance of 40 seconds.

Also, the wind line will set residence time = first observed wake time, if the wake is first observed

outside the corridor. This may commonly happen when the wakes are rapidly drifting and do not

sink to the wind line until they are clear of the corridor. The actual residence time in this case will

be less than the reported time, but this will create havoc with automated wake prediction scoring by

detecting exceedance where none exist. In this case the sensor can verify that the corridor is clear,

but not when the exit happened. (Note: this was later corrected in the wind line logic by reporting

9999 drift times if the wake is first observed outside the corridor.)

10/14/1999

Current issues:

(1) wake residence time. Comparing wake residence time is proving to be a coordination challenge.

Different techniques are needed depending on the application (scientific validation of both wakes,

just prove that the corridor is free, validate the worst-case wake). Different and novel techniques are

in use by the different teams. One will set residence time to the first time observed, if the wake is

already outside the corridor when observed, while another will write 9999 due to undeterministic

clearance time. Another will fit a track to the date and backwards extrapolate to get the clearance

time. The issue of estimating the residence time of the worst-case (critical) wake Vs both wakes

has not been addressed. An issue with providing residence times based on first detection outside

the corridor is that the actual residence time may be close to that predicted, and be much less than
the time of first detection. The result when returned to AVOSS is an erroneous "exceedance"

detection. Possible system solutions:

. Go back to passing wake tracks to the main system and then use consistent algorithms to

curve fit, adjust times, etc. to get residence time. Disadvantage: We only pass a small

subset of the data available at the sensor (confidence, signal to noise, etc. are not passed)
and the sensor team is better suited to use all available data for a best estimate.

Advantage: Common processes at the AVOSS. This will not be done in this program.
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.

Require that any wake detected outside the corridor receive residence times of 9999, to

prevent false exceedance detections. Allow very minimal extrapolation for data to the
corridor.

The current method of comparing wake residence times will discard a wake file if both wake

times are 9999, even though the prediction might be for default spacing and the 9999 may
be due to wakes still alive after several minutes. Provide for a residence time value to

indicate that the wake was definitely still alive inside the corridor at a time equivalent to

default spacing. Do not use 9999 for both bad value and long residence time.

The entire concept of matching wake data to predictions (aircraft type, port VS starboard wake,

tracks Vs residence time) needs fresh evaluation. Also, the use of "9999" to indicate that the wake

has not left the corridor creates validation problems. The use of this value both for "bad data" and

for "no corridor exit" prohibits meaningful validation when the wake is predicted to remain in the

corridor and the wake sensor agrees.

(2) Nowcast sensitivity: Cases are seen where the difference in spacing for an aircraft pair may be

over 1 mile (TAPPS Vs observed weather). This situation occurred today when the observed

weather provided minimal spacing reduction and TAPPS provided large reductions. Observed cross
winds were less than 1 m/s below 100 m while TAPPS winds were about 2 m/s. Standard

deviations were about 0.10 to 0.23 m/s in this region. This cross wind is in a range shown by Steve

Riddick to be very sensitive to small cross wind changes. An effort will be made to better quantify

the accuracy of TAPPS. We may need to add another term to its standard deviation value to

indicate this uncertainty.

(3) Aircraft data base & beacon process: The AC_ID fields being received from ATC are now more

varied than in 1997, for example getting A310 rather than EA31 and seeing variants of the B727

(B722, B72Q, etc.) We will create a process (implemented by Lincoln) to match the variants up

with aircraft data base entries so that more wake comparisons can be made. Some slight errors

may be expected due to conducting prediction and validation with slightly different airframes.

Lincoln has learned that the CTAS beacon tracks cut off at about 400 feet AGL. They will need to

extrapolate tracks below this altitude to estimate passage time. I estimate a 3 second error at the

threshold if an aircraft made a 10 knot speed change immediately after the radar track was lost.

11/03/99:

Need to consider setting up AVOSS for runway 35C operations. (Note: This change was never

made.) To do this we need:

1. Change the runway ID in the parameter file from R17C to R35C.

2. DIST files have runway number in file name, automatically taken from pfile.prm string. The call

to Compare must still pass the correct file name, DIST_R35C.date_time.

3. Use that string to select the directory and file name for reading AWAS weather (TDATA and

EDATA are scalars and require no changes).

4. Coordinate with Lincoln so that the beacon process runs for R35C. This means that the wake

sensors on 17C do not get processed. Archive for later transmission to NASA, but do not place

those files in the area for reading wake sensor data.

5. The sign of cross wind and head wind must be changed in the TAPPS files in use. AVOSS

must either (a) read those files and write an altered version for reading or (b) modify the file

reader to invert the sign if runway ID = 35C.

6. Display code that resolved sensor data into runway axis must change the runway orientation

(sodar, profiler, tower), cross wind = wind speed * sin((runway heading - wind

direction)/57.2958) and headwind = wind speed * cos((runway heading - wind

direction)/57.2958).
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Deploymentnotes:

November11,1999:
Residencetimevalidationmethod-> Acasestudytodayofnote.Thewindlinewakefileat
991111_200914producedanexceedancetimeof75seconds.Examinationofconditionsrevealed:

1. The20:00GMTAWAScrosswindwasverylight,lessthan1m/s.
2. Thewindlinefilewasfora B757atthewindlinewindow(X= 982meters).Thelateral

residencetimeswere44secand88secforPort/Starboardwakes.Theverticalresidence
timesweregivenas9999,whichisnormalforthewindline.

3. ThePred_Taufilefor2000ZfortheB757atX= 982gavealateralresidencetimeof9999for
bothwakesandaverticalresidencetimeof 13sec.

4. Thereforethewindlinefileagreedwithpredictionsinthelateral(inthattheobservedlateral
residencewaslongandlessthanpredicted)andthewindlinefiledidnotcontaindatato
refutetheverticalprediction(windlinedoesnotdovertical.Yettheprocessproduceda75
secondexceedance.)

5. Thiscasemayexplaintheexceedanceseenin1998analysisandstrengthensneedto
revisitcomparisonprocess,useof 9999bothfornodataandlongtracks,etc.

11/18/99:
Anotherresidencetimecasestudy:PulsedLidarat 991118_1438.Exceedance= 29sec

1. Windsarestrongandfromthesouth.
2. ThewakefileisforaB757atX = 1702meters(initialaltitudeabout106m.
3. Wakefilegavetimes(starboardwakeiscritical,seewakefileInterfaceControlDocument

(ICD)forformat).
9999999999999999 99999999999941
44 60

4. Pred_TaufileforB757at 1430givestimes
999915 15 50 49 999915 15 50 49

Thereforethepredictionwasfora 15sectimebasedonsinkwhilethewakefiledidnotvalidatesink
andprovideda44secondtimebasedondemise.
Fourconclusions/questions:

1. Needmoreintelligentcomparelogicandseparatecompareforeachwakefactor.
2. Notallexceedsarehazardous.15Vs40secondsmaynotbean issuesinceaircraft

cannotbeseparatedbyaslittleas40seconds.Likewiseerrorswhenthepredictionis
greaterthanabout90secondsmaynotbean issue.

3. Mayneeddifferentlogicfor"scientific"ordemoevaluationofthesystemthanforan
operationalsafetysystem.

2/9/00:
1. Needtorefinesystembuffers(N_Sigma,nowcastvs.observed,sinkrate,constantbias,dual

safetycorridor(innerforvalidationandouterforspacing)optimization.
2. Designofalertingmethod,timingifawakelastslongerthanexpectedandaircraftmustbe

wavedoff- Vssystemthattracksmultiplewakesandopensupearlybasedontrends.
3. Needformuchbetterlogictocomparepredictionsandsensorobservationsofthewake.Stop

using9999forbothlonglifeandinvaliddata(lossof information),scientificVssafetyvalidation.

3/20/00:Noticedthroughputvaluesjumpingoroscillatingbyabout2 aircraftperhourattimes,for
examplefrom1330to 14to 1430Z on 11/12/99 the throughputs went from about 32 to 30 to 32.

Since the default TP also made this swing, the evidence pointed to headwind. An analysis was

done on 3/20 and I sent the summary to Bo Trieu & others.
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Mynoteswere:
EvaluateThroughput(TP)dipat1400on11/12

Baseline>Runwithweatherfilesfrom1330,1400,1430Z => get TP dip from about 32 to 30

1. Substitute 1430 TDATA file for 1400, both flags & data => get dip

2. restore TDATA and do substitution for EDATA => still get dip

3. restore EDATA and do substitution for atmpro => removed dip

4. restore files and use 1430 QA flags in 1400 atmpro => get dip

5. restore all and use 1430 wind data in 1400 file => removed dip

therefore issue is in ATMPRO winds

6. restore all files and take absolute value of headwind to remove some

tailwind at 1400 => still get dip

7. restore all and use 1430 headwind values in 1400 file up to 950 meters

=> removed dip!

8. baseline except headwind = 0 in 1400 file => still get dip

Could there be an error is use of headwind internally?

9. Try baseline files except that headwind at 600m at 1400 is taken from 1430 file.

=> dip in TP was reduced, dip in DTP was gone!

Re-verified with two fresh runs - changing a single headwind value at

600 meters (Z of spacing point) removed the dip! Why?

10. Try ramping

HW@600
Base -0.42

0

0.50

1.00 30.1139

1.50 32.08

2.00 32.08

2.50 32.08

3.00 32.08

3.50 32.08

from 1430 3.96 32.204

4.00 32.204

5.00 32.6123

through HW @ 600 meters to get TP at each value:
TP DTP

30.1139 30.0244

30.1139 30.0244

30.1139 30.0244

30.0244

31.9784

31.9784

31.9784

31.9784

31.9784

32.1017

32.1017

32.4031

The email to Bo, Don, Jim was:

Update on the throughput value step changes:

I ran most of this morning to isolate the causes of the rapid changes in throughput observed on the

plots we discussed. It was fairly quickly isolated to the head wind column of the ATMPRO files.

There was nothing obviously wrong with the files on hand, so I looked into the equations for use of

the headwind data. The headwind at two altitudes is used to estimate the average headwind

between the "spacing point" and each window when computing "approach" spacing time intervals

from "window" intervals. One altitude is the glide slope at the window and the other is the glide
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slopeatthespacingpoint.Ascurrentlyconfiguredthespacingpointisat 11128metersfrom
runwayandthealtitudethereis600meters.

Thesuddendropinthroughputforthetimebeingexamined(14Zon11/12)couldbeeliminatedby
editingonlyonevalueintheATMPROfile,andthatvaluewastheheadwindat600meters.At
13:30itwas3.77m/s,at 14Zit was-0.42m/s,andat 14:30it was3.96m/s.Whenthe14Zdata
waseditedtochangethe600meterheadwindfrom-0.42to3.96,thethroughputdropatthattime
vanished.

Aquicklookatthesensitivityoftheequationssuggeststhata4 m/sheadwindchangeora 1/2
nauticalmilechangeinwindowspacingcanalterthroughputbymorethan1aircraftperhour.
Anotherfactorcontributingtothejumpsistheuseof roundingofthespacingvaluespriorto
computingthroughput.Theapproachspacingvaluesarenotusedasis,butareroundedtothe
nearest1/2milebeforecallingthethroughputequations.I didnotintendforthisroundingtobe
appliedtothedefaultspacingvaluesbutapparentlyit is. Thefollowingtableshowsthethroughput
anddefaultthroughputfromAVOSSastheheadwindat600meterswaschanged:

HW@600 TP DTP
Base-0.42 30.113930.0244

0 30.113930.0244
0.50 30.113930.0244
1.00 30.113930.0244
1.50 32.08 31.9784
2.00 32.08 31.9784
2.50 32.08 31.9784
3.00 32.08 31.9784
3.50 32.08 31.9784

from14303.96 32.204 32.1017
4.00 32.204 32.1017
5.00 32.6123 32.4031

Therearediscretejumpsinthroughputratherthanasmoothchange.

Bottomline???

1. Thethroughputjumpsareexplainablefromtheweatherfilesandthethroughputequations.
2. Thesystemisverysensitive,as-is,tothenoiseinthewindestimatesat altitude.
3. Thethroughputestimatesmayormaynotimprove(smoothout)astheradarprofilerand

southsodararerepaired,hopefullyimprovingthewindestimates.
4. Throughputcanchangeby2aircraftperhourfora 1/2milespacingchange.

3/22/00:
Investigateeffectsofsettingtheroundingintervalto0.

Run11/12at1330,1400,1430withround=0and0.5

round= 0 round= 0.5
TP DTP TP DTP

1330 32.535 31.690 33.003 32.102
1400 30.824 30.761 30.114 30.024
1430 32.450 31.653 33.003 32.102

Effectswere:(1)deltathroughput(TP)at1400wasabout1.7Vs 1.9and
deltadefaultthroughput(DTP)was0.9Vs2.1whenroundingwasremoved.(2)peakTP
waslessthanwithrounding.
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Repeattestabovewithsweepof HWat600meterswithround= 0:

HW@600 TP DTP
Base -0.42 30.8241 30.7608

0 30.919 30.8492

0.50 31.0327 30.9552

1.00 31.1474 31.062

1.50 31.263 31.1696

2.00 31.3795 31.2781

2.50 31.497 31.3874

3.00 31.6155 31.4975

3.50 31.7349 31.6086

from 1430 3.96 31.8457 31.7115

4.00 31.8554 31.7205

5.00 32.0994 31.947

Therefore the rounding is having a significant effect on throughput (TP) and default TP. A plot of TP

and DTP Vs time for all of 11/12 was made for rounding = 0 and 1/2 nm, the zero value provided
much smoother TP variations with time.

3/24/00: Discussions were held with regard to biasing the nowcast weather products with local

observed weather prior to calculating future throughput. Presently small (about 1 m/s biases in the

low-altitude nowcast winds are having large effects on projected runway acceptance rate. Analysis

indicates that local observations could improve performance by removing the biases and using the

temporal trends provided by the nowcast to estimate future arrival capacity. This process could not

be implemented and tested in time for the final system demonstration so the discussion has been
removed from these notes.

3/29/00:

Have verified Compare outputs with wind line files, Lidar_L files, and Lidar_N files. All operate

correctly, singly and in multiples. Found numeric errors in calculation of standard deviation and

submitted software correction to CSC. The issue has only appeared when calling compare multiple

times with the same file set. CSC is modifying code now and says that even if the output for one

compare is in error, the intermediate storage is not affected and will be correct with the next call.

Have run the entire 1999 deployment in batch mode with the new Compare code. Results were

excellent, with no hard exceedances noted and very few soft exceeds. We are hand examining

specific cases for verification, to date a lidar file and two wind line files that produced large exceeds

in the first code and a positive buffer with the new code. All so far have been correct. Several "got-

ya's" noted:

. Remember that the wind line compare now is only of the lateral drift, that is, the predicted Tau

is taken from the lateral motion only. That is the reason that two large exceeds on 11/19/99

turned into positive buffers, since the predicted sink time was not used in the score.

2. The alternate demise definitions are used for the lidars, and the alternate drift is used for the

pulsed lidar. See wake file ICD.

. The SW_requests are ambiguous as to which demise values in the Pred_Tau file to use in

comparing predicted Vs observed decay time. The documents say DL and DR, but email follow

up changed that to DVL and DVR.
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Plan:Compileandrunbatchmodewithoriginalcomparecodeandcomparebothbatchrunstothe
real-timelogfilesto determineif thebatchprocessisalteringresults.
Results:Onlyran12/01/99dueto needto editPred_TaufilestoremovenewdatainV1.3.Found
thatnewrunshadmorewakefilestoworkwiththanwerecapturedinthereal-timestatisticsfiles.
Morebufferswerecomputedonthebatchrerunthaninreal-time,otherwisethetrendswerethe
same.NumerouscasesthathadcreatedlargeexceedancesinV1.2Comparenowproduce
smallersoftexceedsorevenpositivebufferswithV1.3,see"got-ya"1above.

Onecase:NASAlidaron12/01at172320gavea 105secexceedinitiallyandnowa 60secsoft
exceed.Theinitial105secexceedisdueto 17secpredictedverticalVs 122secobserveddecay
ofstarboardwake(77forport).Thisfileis likelyinerrorontherightwake(sankto 19metersat47
seclifethenroseto 114overthenext60secwithlittledecay).Thisisnotrealisticandlikelydue
totrackingthenextaircraft.NewComparegavesoftexceeddueto "9999"timeforrightsinktime.
Thevalueof105changedto60duetotheTauMinandTauMaxlimitsof60and120sec(TauPred=
17adjustedto60andTauObserved= 122adjustedto 120).IF the wake file were valid in its wake

rise data, this would have been a legitimate hard exceedance. The limitation here in determining

soft Vs hard is the use of 9999 for no data, bad data, and legitimate wake-in-corridor data. Future

implementations must address the issue. Simply reporting the last time in the file as the residence

time is not satisfactory, since the file could end at 60 sec then claim a 60 sec residence (unsafe).

A method of handling "wake was still there at last observation" is needed.

Another case was pointed out to lidar group as an error (tracked next aircraft at end of track to give

erroneous rising wake). This case was MD-80 on 12/03 at 150629. V1.2 gave a 57 sec exceed and

V1.3 gave a 14 sec soft exceed.. The value changed due to the TauMin limit (17 sec vertical time

changed to 60) and it was soft due to 9999 vertical time.

Possible solution: Sensor reports the file end time of the wake factor is still in the corridor at that

time, perhaps with a flag to indicate that the wake was still there at track loss. AVOSS then

compares to prediction. If the factor and file and time are the same and less than predicted time,

then no validation is possible. If the factor and file time are the same and greater than predicted

then a hard exceedance can be reported. This differs from the current code only in that a positive

buffer cannot be calculated if the end-of-track time become the factor time. Example, if the wake

track lasts 90 seconds and the wake is still in the corridor at that time, currently the sensor reports

9999 residence. In the proposed logic the reported time is 90 seconds but AVOSS cannot report a

positive buffer, only an exceedance from it.

3/29/00:

About 1 week ago - ran batch runs with AVOSS V2.4 to determine throughput performance with

various sink rate factors. Ran for SINK_PERCENT = 0, 50, 100%. Results are tabulated in

"Three_Sinks.xls" sheet. General results:

Reducing effective sink rate from 100% to 50% produced small decreases in throughput. On most

days the throughput decreases by less than 1% (i.e. from a 6% throughput increase with SINK =

100% to 5% throughput increase with SINK = 50%). The largest decrease was on 11/30 when

throughput decreased from 11.1% to 9.2%. The average loss of TP increase was 0.6%. When

disabling sink altogether the loss was much greater, averaging a loss of 2.5% with a max loss on

11/30 of 5.4%. This suggests a good opportunity to increase safety margins and reduces

exceedance counts with small throughput losses. The optimal range of SINK_PERCENT is TBD

but likely between 40% and 80%, and would likely be weather dependent. Actual aircraft spacing

reduction in test bed use should start with SINK_PERCENT = 0 until the wake stalking factors can

be better predicted.
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4/3/00:

From batch runs to study effects on changing N_Sigma and percent of sink applied and the

rounding interval:

This folder contains sensitivity runs, including all Dist and

Pred_Tau files.

General parameter interests:

- Rounding 0,0.5 nm

- % Sink 0, 50, 75, 100

- N_Sigma 1, 2, 3

- TimeAdd 0, 5, 10

- Demise Def (studied by Riddick)

- A/C selection (default only at this time)

- Corridor Option (only #2 at this time)

- Disable Lateral (not at this time)

- QA_Enable (enabled at this time)

Eventually compare to wake files for exceed values:

- Number of Hard exceeds (=0?)
- Number of soft exceeds

- Maximum or mean exceeds

Initial Runs begun 3/30/00 with AVOSS V2.4:

(TimeAdd = 0)

Run# Round %Sink N_Sigma
1 0.5 100 1

2 0.5 50 1

3 0 100 1

4 0 50 1

5 0.5 100 3

6 0.5 50 3

7 0 100 3

8 0 50 3

Write one log file per day. Zip file names are SensRun##
where ## is run number.

Results of 1st eight runs:

Plotting average throughput increase by day showed 4 groupings.

Runs 1 & 3 almost overlapped and had the highest throughput

increase (100% sink, N = 1, rounding 0 and 0.5)

Runs 2 and 4 were the next best and not far below the first group.

They were 50% sink and N = 1, both roundings.

Runs 5 and 7 were next, and beginning to be seriously degraded from

the baseline. They were 100% sink, N = 3, both rounding.

The worst was 6 and 8, with 50% sink, N = 3, both roundings.

Conclusions:

1. The rounding interval makes no significant change in daily throughput increase (but other data

shows it may have a significant effect on changes between updates).
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2. Changing the wind standard deviation multiplier from 1 to 3 has a larger effect on the

performance than changing the sink rate from 100% to 50%.

3. Values of sink between 50% and 100% should have acceptable impacts on performance as well

as N = 1 or 2. Combining high N and low sink provides significant performance reduction.

4/4/00: AI Zak had an interesting observation about the list of exceedances I provided. The time of

most were in the 23Z to 01Z evening transition period. This is significant, as they were wind line

exceedances and therefore due to lateral drift errors. A common thread was low cross wind, about

1.5 m/s, and very low cross wind standard deviation values, about 0.02 to 0.11 m/s. The cross wind

standard deviation is taken at the tower 40 meter level and extracted upwards. This is valid in well-

mixed PBL but is not when an inversion forms above the tower. A future system will need to

consider this and either open up spacing during this period, provide other sensors such as lidar to

measure standard deviation profiles, or develop algorithms to estimate worst-case standard

deviation above the inversion, perhaps based on models, forecasts, or the standard deviation that
existed before the inversion formed.

5/13/00:

Have examined about 3 of the time periods for which AWAS wind standard deviation was low, and

we saw a wind line drift exceedance. When the minimum and maximum cross wind is compared to

the (mean+- standard deviation), the min/max gave a slightly larger confidence interval, by a few

tenths of a m/s. Later Bo asked if we were really using variance or standard deviation. Standard

deviation would also have provided a slightly larger interval.

The issue of finding the best metric for cross wind uncertainty requires further study. The current

method appears to work well, but leads to drift exceedance in a very few cases. Study of this issue

would be enhanced by modifying the software to allow real number multipliers to standard deviation.

We are currently limited to the integers 0, 1,2, 3.

5/22/00:

Realization that the current method of flagging convective storms and gust fronts is only a half-hour

product. Operationally AVOSS needs another process running at higher than every half-hour for

issues such as this and for feedback to ATC from safety monitoring.

6/1/00:

Several system timing issues have been noted:

1. The QA flag that advises that a gust front or convective storm is effecting the approach is set

based on the presence of an event within the 30 minutes preceding the AWAS profile

calculation. This means that a storm on the approach will not cause default spacing while the

storm is there, but will cause default spacing in the next half-hour period. A test bed system

needs predictions of such meteorological events and the ability to tell ATC about require

spacing changes in between the regular half-hour updates.

2. Someone suggested that we could run multiple copies of AVOSS, all at 30-minute periods, in

order to provide smoother spacing changes or predictions that spacing will change at the next

update. If weather trending is added to persistence this could provide benefits in deriving that
derivative.

3. There is a several minute time lag between the file time of wake files (they are referenced to

aircraft passage time) and the time at which the wake file is received by AVOSS. The current

"compare" logic runs on half-hour periods, and throws out the old Pred_Tau file when a new one

is created. The result is that wake files started one to two minutes before the half-hour may not

be received until after the half hour. The current scheme will not use those files in the scoring
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process. We appear to be losing about 2 to 3 wind line files per hour from the scoring process.

Currently AVOSS runs at 1 and 31 minutes past the hour.

No process is in place to actually feedback wake prediction errors to the spacing values. That

is a feature to be added in the next project using the data gathered from this project.

6/12/00:

Recent bug finds and fixes:

1. Examination of May runs showed numerous "spikes" in spacing values Vs time. Examination

showed that on some days 1/3 to 1/2 of the ATMPRO files were failing the quality check. Further

examination shows that the failures were due to degraded individual sensor performance, ie.,

combination of profiler and sodar, and that the QA criteria appeared too strict. It was possible for

the overall QA to fail with valid weather being provided, in situations where a sensor was degrading

but other, redundant data was available. AI Zak examined the data and suggested that the Lincoln

AWAS assessment of the wind profile quality (flags 1 through 4) was adequate. The QA criteria

has been modified to avoid use of the individual sensor QA flags and rely on the Lincoln process

flags, as well as the gust front flag.

2. Review disclosed that the ATMPRO file from AWAS was providing cross wind variance, while the

TAPPS was providing standard deviation. The correct units are standard deviation. To avoid

splitting the years of data into two formats, the AWAS file is left as-is and the AVOSS software has

been modified to take the square root of variance when an AWAS file is read. This change alone

prevents 6 of the 34 wind line exceedances (17%) in the 1999 deployment data set.

The two changes above are incorporated into AVOSS V2.5, which began real-time operations at
13:30 Z on 6/12/00.

7/6/00:

Batch runs of 1999 deployment data with V2.5 show:

1. Vastly more wake compares - fixes timing issues and revised QA results in far more good

weather QA cases for wake compares. Now have 952 compares vs. just over 400 in real-
time in 1999.

2. Of 952 comparisons we have 656 class 1 (taumin = 50), 244 positive (2 hard), and 52

negative.

3. Mean throughput increase from entire deploy fell to about 5%. Did quick study of exceeds

vs. throughput for N_Sigma = 0 and 1, and crosswind lockout threshold = 1.0 and 1.5 m/s.
Found:

.

N_Sigma Cross wind Average exceeds Wind line drift

lock throughput exceeds
increase

0 1.0 7.46 82 59

1 1.0 4.94 52 29

1 1.5 4.10 46 23

Suggests need for 3arametric tradeoff of exceeds and performance, and methods of

quantifying wind confidence intervals. Keep in mind that a drift exceedance is not

necessarily a safety error (sink & decay at windline not scored) and that a genuine drift

exceed may not be a safety issue depending on location of the wake at the time. Also

consider wind confidence vs. stability class, time of day or year, etc. rather than use of

constant gains in all weather.
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Table to collect software enhancement ideas:

Change Reason

Remove hard-coded description of the corridor Ease of performing tradeoff studies,

and place it in a parameter file. Do not evaluating improved flight technical error,

"increase" corridor width at glide slope intercept parallel runway concepts

altitude, but use a policy flag

End-to-end functional decomposition of the Improve modularity, implement other ideas

software and rewrite from ground up

"Disable" flags due to parameter file settings

and QA tests are scattered through code.
Gather these into 1 or at most 2 modules to

implement QA and policy restrictions on

spacing

Implement feature to determine which windows

are critical to the spacing values, or which ones

could be dropped from consideration (i.e. by

showing the spacing would not increase for any

aircraft pair by any significant amount if a
window were removed.

Make weather QA a function of altitude and

make ability to disable lateral, vertical, or
demise a function of altitude

Integrate the currently-separate "scientific" and

"real-time" data sets, in strictly controlled

modular sets (raw sensor, processes

consensus files, etc). Provide common data

processing and visualization tools

Improve understanding of code, reduce

chances for implementation or interpretation
errors.

Tremendous costs benefits to the system if

windows far from airport can be ignored.

See note of 6/15/99. May improve

performance or cost in situations where one

weather parameter is good at low altitude but

questionable at high altitude, while another

weather parameter is good at altitude and is

removin£1 the wake
Allow for faster assessment of alternate

mans of processing sensor data (i.e., wind
min/max intervals Vs standard deviation-

based intervals) and quick answers to what-if

questions (EDR as function of wind?) Must

provide controlled access to copy of real-time

process by researchers.

Add the ability to run an arbitrarily oriented Obvious

runway. Some code is hard-wired for runway 17
at DFW.

Add outputs for parallel runway operations Obvious

(alternate corridor size, product formats).
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Run Time Shell (Unique f_ DaiIS_ fa_ilifi8f)

Field

systems

(tower, radar

profiler,

sodars, etc.)
and Wind

Profile

Nowcast

weather

products

Lidars &

Wind Line

Figure 1 - General System Architecture. The core code provides one set of wake

predictions and spacing calculations for each call with weather, aircraft, and parameter

data. EDATA, TDATA, and ATMPRO are file name prefixes for turbulence,

temperature, and wind profiles, respectively. DefSpace is a file providing minimum

threshold spacing for runway occupancy time considerations as well as the FAA spacing

criteria. AVOSS was run with both observed weather (top inputs) and nowcast

(predicted) weather (bottom input) but aircraft spacing values and wake comparisons are

only provided for observed weather.
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Base sensor data

I

Tower winds ----_ Lincoln I Atmpro file (wind profile & QA)

SodarSiRadas,PT;f_R __ AcoWd? ] _-I QA ingandshell h]for EDR code

Tower fluxpac _ ] (in AVOSS)

] IDL code ] See EDR list _ Edata file (EDR and

below EDR profile code, ] TKE profile & QA)

(ill AVOSS) I

T ..... tl ....... 1 _ ]

RASS Tdata file (virtual potential temperature profile & QA)

Pressure @ 3m

(all at 5 minute

period) EDR List from Lincoln to EDR profile code shell, all at 30 rain period:

Display of basic sensor

data and processed

profiles

IF

(NOT ATMPRO GOOD)

AND (QAEnable)

THEN

Disable lateral and disable

vertical motion in spacing

reduction

ELSE

Use pfile.prm values of

DisableVert and

To Wake Predictor

Observed Wx Set

Flags

5 and 40 meter altitude EDR

5 and 40 meter altitude TKE

3 & l0 meter altitude virtual potential temperature, Kelvin

3 and l0 meter altitude wind speed, irds

Terminal Area

Planetary _ FTP to Lincoln H Lincoln DFW
Boundary Layer @ Wake

Prediction System Lexington, MA Network

Nowcast @ NCSU

Each TAR file contains:

Atmpro Note:

Disable Lat in spacing

reduction

Un TAR i
(in AVOSS) ]

Atmpro

Edata

Tdsta

To Wake Predictor

TAPPS Wx Set

r

Tdata EDR EddyDissipationRate

Edata IDL Interactive Development Language

for 30 minute blocks for 12 to 18 horn's QA Quality Assurance

RASS Radio Acoustic Sounding System

TAPPS Terminal Area Planetary boundary layer Prediction System

Wx Weather

Figure 2 - Data flow within the AVOSS weather system. Wind profiles and eddy

dissipation rate (EDR) is provided by MIT Lincoln Laboratory systems based on field

sensor data. Derivation of thermal profiles and EDR profiles are provided within the

AVOSS shell code. Nowcast weather products are provided in identical format to

observed weather, and the field sensor QA processes are not applied.

58



Z

Runway _,_

Window at Window

Runway Threshold

Top-of-approach, or "Spacing Point"
N

Corridor floor and lateral fimits _ Flight

represented by "goal posts" _ l_Pa,_, th

I Window Window at

Glide Slope

Intercept Altitude

Figure 3 - Runway axis system and approach corridor.

ID To display of predicted Vs sensed wake tracks

Wake

To display of spacing

To display & comparison of predicted Vs setlsed residence tnne

Tracks Parmneter file

Ai database

/

Predict.cpp I I Default A/C spacing @ windows | Atmpro (headwind profile)
Weather data Calls wake predictor / I AC database

f°r each aircraft at I I I Wseps.cpp | ,_ _ Tr_cM_ATCOpti....
P ....... ter file _ each window, ] ] . ] Wind ..... d Approach

.... p ...... ke _ spacing calculati .... / I R ...... y /

ACdatabase |_ trajectoryt ...... idor I _?.:'2_'X I Provides top of . . ' _ ThroughputSpacing Matrix | Calculation I Runway arrival

l dhnensiotls to derive I ...... I approach spacing in providing individual t / capacity both for

residence tnne for each I I tnne and distance refits reduced spacing and
wake I'Lln. based on FAA criteria

APA.C IWake predictor code

Notes:

• "Residence tnne data" provides lateral, vertical, and demise residence tnne values for port

and starboard wake for each aircraft at each approach window loc ation.

• Each data type (wake tracks, residence tnne data, spacing matrix, and rLlnway tllrotlghptlt) is

written to disk file for archival and comparison with sensor dab as appropriate.

window andtop of

approach spacing

criteria, botll reduced

and based on FAA

criteria

Figure 4 - Flow of data from weather and aircraft parameters to wake residence time and

approach spacing.
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NeW wake _-3
nsor file ........._

Increment wake file counter,

Num_Wfiles(sensor)

Notes:

1) Four comparison classes are used (1) Both predicted & observed residence times are less

than TauMin, (2) both times are greater than TauMax, (3) the buffer is "Soft", (4) the buffer
is "Hard". Any buffer calculated from the windline is soft.
2) Compare only ifa Pred_Tau file has been created in the past 35 minutes and is based on
good weather files (ATMPRO_Good AND EDATA_Good).

V = vertical, H = horizontal, D = demise

P = port, S = starboard
Therefore tau_vp is residence time for vertical motion

of the port wake.
Wake file residence time line contains (in order):
tau_hp, tau_vp, tau_tp, tau_dp, tau_hs, tau_vs, tau_ts, tau_ds
final residence time line contains tau_gp and tau_gs

Y

" k_ write files, J

No _ Increment No_Pred(sensor_ID) counter

_lThese operations are applied to the sensor file, not the predicted time file.

Determine "critical" wake (P, S, or B), see note 3

IF DISABLE_LAT_LOWER then tau_hp = tau_hs = 9999

IF DISABLE_VERT_LOWER then tau_vp = tau_vs = 9999

ResTimeP = Min(tau_vp, tau_hp, tau_gp)

ResTimeS = Min(tau_vs, tau_hs, tau_gs)

ResTimePair = Max(ResTimeP, ResTimeS)

es _[ Increment Num_Invalid_Tau(sensor_ID)

" counter

I No Note: If"critical" = "B" then this test is

sT_IeP = 9999 OR ResTimeS = 9999)

_,_h predic_ [_ counter

Note'.Predictor window X and sensor scan plane

Yes X match if within 10 meters.

Increment Valid_W files(sensor ID)

A & &flow to and from nextpage, Figure 6b

Figure 6a - Comparison process for scoring predicted wake
residence time with observed residence time 61



BothTauPred
AND

TauObsetwed<
TauMin

No

See definitions of TauPred and TauObserved in Figure 6c

YesI Increment counters for class 1 (both residence

times less than minimum)

Both TauPred
AND

TauObsetwed >

TauMax

No

Is Criteria Met

for "soft"

compare

Yes
Increment counters for class 2 (both residence

times above maximum)

See "Criteria for Soft and Hard Residence

Time Comparison ", Figure 6d

Yes Buffers and exceedances

calculated will be "soft"

Buffers and exceedances

calculated will be "hard"

Calculate Buffer, using special
rules for wind line and for times

that span TauMin or TauMax

es

Increment appropriate counters and

accumulators for output
statistics

Write entry to Exceed File

Display exceedance message

See "Buffer Calculation '"

Figure 6c

Increment appropriate counters and

accumulators for output statistics

Figure 6b - Comparison process continued
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Accept predicted >
residence time &

wake sensor file
_YN o e s

From APA predictions:

TauPred = MAX (Min(HL,VL,DL), Min(HR,VR,DR))

From APA predictions:

TauPred = MAX (HL,HR)

These actions applied to

predicted time values
IF (ResTimeP < 9999 AND ResTimeS < 9999)
then TauObserved = ResTimePair

else TauObserved = ResTime"critical"

These actions applied to

sensor data

If ((TauPred < TauMin) AND (TauObserved > TauMin)) then TauPred = TauMin

If ((TauObserved < TauMin) AND (TauPred > TauMin)) then TauObserved = TauMin

If ((TauPred > TauMax) AND (TauObserved < TauMax)) then TauPred = TauMax

If ((TauObserved > TauMax) AND (TauPred < TauMax)) then TauObserved = TauMax

Buffer = TauPred - TauObserved

Notes."

APA refers to the wake predictor algorithm.

HL, VL, DL are horizontal, vertical, and demise residence times of the left wake,

HR, VR, DR are the same times for the right wake

ResTimeP and ResTimeS are observed residence times of the port and starboard

wake due to all factors.

Figure 6c - Calculation of predicted and observed residence time an buffer

calculation, including special rules for the windline data and times that span
TauMin or TauMax
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Hard comparisons between predicted and observed residence time is only possible when the factor

(drift, sink, demise) that establishes the predicted residence time has been quantified by the sensor.

The factors that determined the predicted residence will be determined and then the wake file will

be examined to determine if those factors have "9999" values for the critical wake. When the

sensor returns "9999" for a time there is no certainty that the wake remained in the corridor, or even
that the wake was even tracked and the buffer is soft. An actual situation from a lidar file was:

Source Drift time Sink Time Demise Time Pred or Obs Tau

Predictor 9999 17 72 17

Sensor 9999 11 Port 77 Port 122

9999 Starboard 122 Starboard

In this case the software version 2.3 computed a 122 - 17 = 105 sec exceedance. This exceedance

is soft because we do not know if the sink of the starboard wake actually took place in less than or

more than 17 seconds due to the 9999 value. This case is used as an example (italics) in the

flowchart below. The word "factor" refers to drift, vertical, or demise time.

Accept predicted
residence time &

wake sensor file Declare buffer
"hard"

No

Examine all individual

times in PredTau line to

determine which factors =

TauPred

Calculate TauPred

(predicted wake pair

residence time)

Example

above, factor

is sink time,

note possibility
that more than

Example above, 17 sec ] one factor will
I have the same

time value

Examine the wake file
residence times to determine, /_r_-t,_ f,_'"--.

for each factor in previous _ _th;Trw_Ta _ Declare buffer

step, if that factor time = 9999 " _-'_'--'9999"'-/ " "soft"

for the critical wake (port, _ /"/Examvle above, Yes if the I
 xa  ;ea ° ekewasstarboard, or both) r

-- 1"_0 [ starboard or both,

Example above, vertical sink time of [ otherwise No.

observed starboard wake = 9999 _ __
"---_X?Sg_-J

Example above, Buffer is soft

Figure 6d- Criteria for Soft and Hard Residence Time Comparison with

example
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L

Aircraft lateral

position = wake

lateral position

V

Aircraft encounter

with wake vortex

Aircraft vertical

position = wake

vertical position

P(encounter) = P(L)*P(V)*P(D)

for L,V,D independent

Wake has not

demised

Aircraft position probability

Corridor lateral limits

Wake position probability

at tinge 1 /Wake position " " "'"\probability \

¢ _at time 2

Centerline

Lateral position

Probability of lateral positions

coinciding, at times 1 and 2

Figure 7 - Calculation of encounter probability from distributions of following

aircraft position and wake positions at various elapsed times from generating

aircraft passage.
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